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FCC Information and Copyright

This equipment has been tested and found to comply with the limits of a Class B digital device,
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation. This equipment generates, uses, and can
radiate radio frequency energy and, if not installed and used in accordance with the instructions,
may cause harmful interference to radio communications. There is no guarantee that interference
will not occur in a particular installation.

The vendor makes no representations or warranties with respect to the contents here and
specially disclaims any implied warranties of merchantability or fitness for any purpose. Further
the vendor reserves the right to revise this publication and to make changes to the contents here
without obligation to notify any party beforehand.

Duplication of this publication, in part or in whole, is not allowed without first obtaining the
vendor’s approval in writing.

The content of this user’s manual is subject to be changed without notice and we will not be
responsible for any mistakes found in this user’s manual. All the brand and product names are
trademarks of their respective companies.

Dichiarazione di conformita sintetica Short Declaration of conformity
Ai sensi dell’art. 2 comma 3 del D.M. 275 del ~ We declare this product is complying with the
30/10/2002 laws in force and meeting all the essential

Si dichiara che questo prodotto & conforme requirements as specified by the directives
alle normative vigenti e soddisfa i requisiti 2004/108/CE, 2006/95/CE and 1999/05/CE
essenziali richiesti dalle direttive whenever these laws may be applied
2004/108/CE, 2006/95/CE e 1999/05/CE

quando ad esso applicabili
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Chapter 1: Introduction

1.1 Before You Start

Thank you for choosing our product. Before you start installing the motherboard, please make
sure you follow the instructions below:

Prepare a dry and stable working environment with sufficient lighting.

Always disconnect the computer from power outlet before operation.

Before you take the motherboard out from anti-static bag, ground yourself properly
by touching any safely grounded appliance, or use grounded wrist strap to remove the
static charge.

Avoid touching the components on motherboard or the rear side of the board unless
necessary. Hold the board on the edge, do not try to bend or flex the board.

Do not leave any unfastened small parts inside the case after installation. Loose parts
will cause short circuits which may damage the equipment.

Keep the computer from dangerous area, such as heat source, humid air and water.
The operating temperatures of the computer should be 0 to 45 degrees Celsius.

To avoid injury, be careful of:

Sharp pins on headers and connectors

Rough edges and sharp corners on the chassis

Damage to wires that could cause a short circuit

1.2 Package Checklist

Serial ATA Cable x2

Rear I/O Panel for ATX Case x1
Quick Installation Guide x1
Fully Setup Driver DVD x1

»

The package contents may be different due to the sales region or models in which it was sold. For
more information about the standard package in your region, please contact your dealer or sales
representative.
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1.3 Specifications

Specifications

CPU Support

Socket 1151 for Intel® Core i7 / i5 /i3 / Pentium / Celeron processor
Maximum CPU TDP (Thermal Design Power): 91Watt
* Please refer to www.biostar.com.tw for CPU support list.

Chipset INTEL® H110

Supports Dual Channel DDR4 1866/2133/2400

2x DDR4 DIMM Memory Slot, Max. Supports up to 32 GB Memory
Memory Each DIMM supports non-ECC 4/8/16 GB DDR4 module

* DDR4-2400 for 7th Generation Intel® Core™ Processor Family.

* Please refer to www.biostar.com.tw for Memory support list.
Storage 4x SATA 1l Connector
LAN RTL8111G

1x 10/ 100/ 1000 Mb/s auto negotiation, Half / Full duplex capability

. ALC662

Audio Codec . N .

5.1 Channels, High Definition Audio
USB 4x USB 3.1(Gen1) port (2 on rear 1/0s and 2 via internal header)

6x USB 2.0 port (2 on rear I/Os and 4 via internal header)

Expansion Slots

1x PCle 2.0 x1 Slot
1x PCle 3.0 x16 Slot (x16)

Rear 1/0s

1x PS/2 Mouse

1x PS/2 Keyboard

1x VGA Port

1x DVI-D Port

1x LAN port

2x USB 2.0 Port

2x USB 3.1(Gen1) Port
3x Audio Jack

Internal I/Os

4x SATA 1l Connector

2x USB 2.0 Header (each header supports 2 USB 2.0 ports)

1x USB 3.1(Gen1) Header (each header supports 2 USB 3.1(Gen1) ports)
1x 4-Pin Power Connector

1x 24-Pin Power Connector

1x CPU Fan Connector

1x System Fan Connector

1x Front Panel Header

1x Front Audio Header

1x Clear CMOS Header

Form Factor

UATX Form Factor, 215mm x 170mm

OS Support

Windows 7/ 8.1(64bit)/ 10(64bit)
* Windows 7 (32/64bit) / 8.1(64bit) for 6th Generation Intel® Core™ Processor Family only.
* Biostar reserves the right to add or remove support for any OS with or without notice.
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1.4 Rear Panel Connectors

PS/2 LAN
Mouse Line In/
D@D © | siround
@ Line Out
(=] | | ] .
O EHHHE-O| |0\&5) 0| =||m=|| @ |Meri e

PS/2 DVI-D VGA USB3.1  USB2.0 x2
Keyboard (Gen1) x2

» DVI-D /VGA port only work with an Intel® integrated Graphics Processor.

» Maximum resolution
VGA: 1920 x 1200 @60Hz
DVI-D: 1920 x 1200 @60Hz

» To configure 7.1-channel audio, you have to use a chassis with HD front panel audio module and
enable the multi-channel audio feature through O.S. Audio Utility.

» The mainboard supports two onboard display outputs at same time and the display output
configuration can be selected in Intel graphics driver utility.

» When using the front HD audio jack and plug in the headset / microphone, the rear sound will be
automatically Disabled.

The 2/ 4/ 5.1/ 7.1-channel configuration

Line In Line In Side Speaker Out
Line Out Front Speaker Out Front Speaker Out Front Speaker Out
Mic In Mic In Center/Subwoofer Out | Center/Subwoofer Out

Headphone Rear Speaker Out Rear Speaker Out Rear Speaker Out

Line In

Chapter 1: Introduction | 5
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1.5 Motherboard Layout
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» [l represents the 1st pin.
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Chapter 2: Hardware Installation

2.1 Install Central Processing Unit (CPU)
Step 1: Locate the CPU socket on the motherboard

» Remove pin cap before installation, and make good preservation for future use. When the CPU is
removed, cover the pin cap on the empty socket to ensure pin legs won’t be damaged.

» The motherboard might equip with two different types of pin cap. Please refer below instruction to
remove the pin cap.

Step 2: Pull the socket locking lever out from the socket and then raise the lever up.

Chapter 2: Hardware Installation | 7
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Step 4: Hold processor with your thumb and index fingers, oriented as shown. Align the
notches with the socket. Lower the processor straight down without tilting or sliding the
processor in the socket.

Step 5: Hold the CPU down firmly, and then lower the lever to locked position to complete the
installation.

» Ensure that you install the correct CPU designed for LGA1151 socket.
» The CPU fits only in one correct orientation. Do not force the CPU into the socket to prevent
damaging the CPU.

8 | Chapter 2: Hardware Installation
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2.2 Install a Heatsink

Step 1: Place the CPU fan assembly on top of the installed CPU and make sure that the four
fasteners match the motherboard holes. Orient the assembly and make the fan cable is closest
to the CPU fan connector.

Correct Orientation

Step 2: Press down two fasteners at one time in a diagonal sequence to secure the CPU fan
assembly in place. As each fastener locks into position a click should be heard.

» Apply the thermal interface material on the CPU before heatsink installation, if necessary.
» Do not forget to connect the CPU fan connector.
» For proper installation, please kindly refer to the installation manual of your CPU heatsink.

Chapter 2: Hardware Installation | 9
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2.3 Connect Cooling Fans

These fan headers support cooling-fans built in the computer. The fan cable and connector
may be different according to the fan manufacturer.

CPU_FAN1: CPU Fan Header

Pin | Assignment

Ground

+12V

FAN RPM rate sense
Smart Fan Control (By Fan)

Blw N

Pin | Assignment

Ground

+12V

FAN RPM rate sense
Smart Fan Control (By Fan)

Blw (NP

» CPU_FAN1, SYS_FAN1 support 4-pin and 3-pin head connectors. When connecting with wires onto
connectors, please note that the red wire is the positive and should be connected to pin#2, and the
black wire is Ground and should be connected to pin#1(GND).

2.4 Install System Memory

DDR4 Modules

DIMMA1
DIMMBH1

10 | Chapter 2: Hardware Installation
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Step 1: Unlock a DIMM slot by pressing the retaining clips outward. Align a DIMM on the slot
such that the notch on the DIMM matches the break on the slot.

Step 2: Insert the DIMM vertically and firmly into the slot until the retaining clips snap back in
place and the DIMM is properly seated.

» If the DIMM does not go in smoothly, do not force it. Pull it all the way out and try again.
Memory Capacity

DIMM Socket Location | DDR4 Module Total Memory Size

DIMMA1 4GB/8GB/16GB .

DIMMB1 4GB/8GB/16GB Max is 32GB.

Dual Channel Memory Installation
Please refer to the following requirements to activate Dual Channel function:
Install memory module of the same density in pairs, shown in the table.

Dual Channel Status DIMMA1 DIMMB1
Disabled ) X
Disabled X 0
Enabled ) 6]
(O means memory installed, X means memory not installed.)

» When installing more than one memory module, we recommend to use the same brand and
capacity memory on this motherboard.

Chapter 2: Hardware Installation | 11
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2.5 Expansion Slots

PEX16_1: PCI-Express Gen3 x16 Slot
e PCl-Express 3.0 compliant.
e Maximum theoretical realized bandwidth of 16GB/s simultaneously per direction, for an
aggregate of 32GB/s totally.
PEX1_1: PCI-Express Gen2 x1 Slots
e PCl-Express 2.0 compliant.
¢ Data transfer bandwidth up to 0.5GB/s per direction; 1GB/s in total

PEX16_1

Install an Expansion Card
You can install your expansion card by following steps:
e Read the related expansion card’s instruction document before install the expansion
card into the computer.
e Remove your computer’s chassis cover, screws and slot bracket from the computer.
e Place a card in the expansion slot and press down on the card until it is completely
seated in the slot.
e Secure the card’s metal bracket to the chassis back panel with a screw.
e Replace your computer’s chassis cover.
e Power on the computer, if necessary, change BIOS settings for the expansion card.
e Install related driver for the expansion card.

12 | Chapter 2: Hardware Installation
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2.6 Jumper & Switch Setting

The illustration shows how to set up jumpers. When the jumper cap is placed on pins, the
jumper is “close”, if not, that means the jumper is “open”.

Pin opened Pin closed Pin 1-2 closed

T
T

o L

JCMOS1: Clear CMOS Jumper

The jumper allows users to restore the BIOS safe setting and the CMOS data. Please carefully
follow the procedures to avoid damaging the motherboard.

Pin 1-2 Open: Normal Operation (Default)

Pin 1-2 Close: Clear CMOS data

Clear CMOS Procedures:
1. Remove AC power line.

2. Setthe jumper to “Pin 1-2 close”, you can use a metal object like a screwdriver to touch
the two pins.

Wait for five seconds.

After clearing the CMOS values, be sure the jumper is “Pin 1-2 open”.

Power on the AC.

Load Optimal Defaults and save settings in CMOS.

ouv kW
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2.7 Headers & Connectors
ATXPWR1: ATX Power Source Connector

For better compatibility, we recommend to use a standard ATX 24-pin power supply for this

connector. Make sure to find the correct orientation before plugging the connector.

Pin | Assignment Pin | Assignment
EE L 24 13 | +3.3V 1 +3.3V
EE 14 | -12v 2 +3.3V
EE 15 | Ground 3 Ground
[o](e] 16 | PS_ON 4 |+5v
%% 17 | Ground 5 Ground
EE 18 | Ground 6 +5V
[o](e] 19 | Ground 7 | Ground
EE 20 | NC 8 PW_OK
%% 21 | 45V 9 Standby Voltage+5V
EE] H13 22 | +5V 10 | +12v
23 | 45V 11 | +12v
24 | Ground 12 | +3.3Vv
ATXPWR2: ATX Power Source Connector
The connector provides +12V to the CPU power circuit.
(o] [o])?
@ @ 1 Pin | Assignment
1 +12V
2 +12V
3 Ground
4 Ground

» Before you power on the system, please make sure that both ATXPWR1 and ATXPWR2 connectors
have been plugged-in.
» Insufficient power supplied to the system may result in instability or the peripherals not functioning
properly. Use of a PSU with a higher power output is recommended when configuring a system with
more power-consuming devices.

14 | Chapter 2: Hardware Installation




PANEL1: Front Panel Header

This 16-pin header includes Power-on, Reset, HDD LED, Power LED, and speaker connection.

Power LED On/Off

L 1 t3
—==pp  Speaker HDD LED Reset

SATA3_1/3_2/3_3/3_4: Serial ATA Connectors

H110MDE <

These connectors connect to SATA hard disk drives via SATA cables.

Q

SAT,

7 5

[—] § (—]
IM

SATA3_3 SATA3_4

JFRONT_USB3_1: Header for USB 3.1(Gen1) Ports at Front Panel
This header allows user to add additional USB ports on the PC front panel, and also can be

connected with a wide range of external peripherals.

Pin | Assignment | Pin Assignment
1 VBUSO 11 D2+
2 SSRX1- 12 D2-
3 SSRX1+ 13 Ground
4 Ground 14 SSTX2+
5 SSTX1- 15 SSTX2-
6 SSTX1+ 16 Ground
! 0 7 Ground 17 SSRX2+
M OOOOO0O0OD0O0OO0 8 D1- 18 SSRX2-
000000000 9 |Di+ 19 | vBUSL
20 11 10 |ID 20 Key

Pin| Assignment | Function | Pin| Assignment Function
1 |45V 9 |N/A N/A
2 | N/A Speaker |10 | N/A
3 | N/A Connector| 11 | N/A N/A
4 | Speaker 12 | Power LED (+)
5 | HDD LED (+) | Hard drive| 13 | Power LED (+) Esger
6 | HDDLED(-) | LED 14 | Power LED (-)
7 | Ground Reset 15 | Power button | Power-on|
8 | Reset control| button 16 | Ground button

Pin | Assignment

1 Ground

2 TX+

3 TX-

4 Ground

5 RX-

6 RX+

7 Ground

Chapter 2: Hardware Installation | 15
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F_USB1/2: Header for USB 2.0 Ports at Front Panel

This header allows user to add additional USB ports on the PC front panel, and also can be
connected with a wide range of external peripherals.

)
S

Assignment
+5V (fused)
+5V (fused)
USB-

USB-

USB+
USB+
Ground

F_USB1
F_USB2

2 10
—_— 9

F_AUDIO1: Front Panel Audio Header
This header allows user to connect the chassis-mount front panel audio /0 which supports HD
and AC’97 audio standards.

Ground

OO (N[O V| W[N |-

Key
NC

=
o

HD Audio AC'97
Pin | Assignment | Pin | Assignment
1 Mic Left in 1 Mic In
2 Ground 2 Ground
3 Mic Rightin |3 Mic Power
4 GPIO 4 Audio Power
5 Rightlinein |5 RT Line Out
6 Jack Sense 6 RT Line Out
7 Front Sense |7 Reserved
2 10 8 Key 8 | Key

: 1 Eaaaa 9 9 Left line in 9 LFT Line Out

10 | Jack Sense 10 | LFT Line Out

» It is recommended that you connect a high-definition front panel audio module to this connector to
avail of the motherboard’s high definition audio capability.

» Please try to disable the “Front Panel Jack Detection” if you want to use an AC’97 front audio output
cable. The function can be found via O.S. Audio Utility.

16 | Chapter 2: Hardware Installation
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Chapter 3: UEFI BIOS & Software

3.1 UEFI BIOS Setup

e The BIOS Setup program can be used to view and change the BIOS settings for the
computer. The BIOS Setup program is accessed by pressing the <DEL> key after the
Power-On Self-Test (POST) memory test begins and before the operating system boot
begins.

e For further information of setting up the UEFI BIOS, please refer to the UEFI BIOS Manual
on our website.

3.2 BIOS Update
The BIOS can be updated using either of the following utilities:

e BIOSTAR BIOS-FLASHER: Using this utility, the BIOS can be updated from a file on a hard
disk, a USB drive (a flash drive or a USB hard drive), or a CD-ROM.

e BIOSTAR BIOS Update Utility: It enables automated updating while in the Windows
environment. Using this utility, the BIOS can be updated from a file on a hard disk, a USB
drive (a flash drive or a USB hard drive), or a CD-ROM, or from the file location on the
Web.

BIOSTAR BIOS-FLASHER

» This utility only allows storage device with FAT32/16 format and single partition.
» Shutting down or resetting the system while updating the BIOS will lead to system boot failure.

Updating BIOS with BIOSTAR BIOS-FLASHER

1. Go to the website to download the latest BIOS file for the motherboard.

2. Then, copy and save the BIOS file into a USB flash (pen) drive.(Only supported FAT/FAT32
format)

3. Insert the USB pen drive that contains the BIOS file to the USB port.

4. Power on or reset the computer and then press <F12> during the POST process.

5. After entering the POST screen, the BIOS-
FLASHER utility pops out. Choose <fsO> to search
for the BIOS file.

Chapter 3: UEFI BIOS & Software | 17
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6. Select the proper BIOS file, and a message asking
if you are sure to flash the BIOS file. Click “Yes” to
start updating BIOS.

HI6 FIASHER UTITITY

I

7. A dialog pops out after BIOS flash is completed,
asking you to restart the system. Press the <Y> key
to restart system.

8. While the system boots up and the full screen logo shows up, press <DEL> key to enter BIOS
setup.

After entering the BIOS setup, please go to the <Save & Exit>, using the <Restore Defaults>
function to load Optimized Defaults, and select <Save Changes and Reset> to restart the
computer. Then the BIOS Update is completed.

BIOS Update Utility (through the Internet
1. Installing BIOS Update Utility from the DVD Driver.
2. Please make sure the system is connected to the internet before using this function.

AMI BIOS Model Name

BIOS Date Version

3. Launch BIOS Update Utility and click the
“Online Update” button on the main screen.

Information £2

4. An open dialog will show up to request your @W TheBI0S update process will ok minutes. Please be patient and
y LI do not open any other applications during this process. System will

agreement to start the BIOS update. Click “Yes” auto reboot after finish process
to start the online update procedure.

18 | Chapter 3: UEFI BIOS & Software
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Information £
5. If there is a new BIOS version, the utility will \o\ Do you want to download H67BR802.BST BIOS via Intemet ?
ask you to download it. Click “Yes” to proceed.
Yes No

Information 22

6. After the download is completed, you will be
asked to program (update) the BIOS or not. Click
“Yes” to proceed.

10\ H67BR202 BST Download Finish! Do you want to program ?

]
Information @

7. After the updating process is finished, you
will be asked you to reboot the system. Click
“OK” to reboot.

Update BIOS Finish | Please Reboot System |

—c—

8. While the system boots up and the full screen logo shows up, press <DEL> key to enter BIOS
setup.

After entering the BIOS setup, please go to the <Save & Exit>, using the <Restore Defaults>
function to load Optimized Defaults, and select <Save Changes> and <Reset> to restart the
computer. Then, the BIOS Update is completed.

BIOS Update Utility (through a BIOS file)
1. Installing BIOS Update Utility from the DVD Driver.

2. Download the proper BIOS from http://www.biostar.com.tw/

3. Launch BIOS Update Utility and click the “Update
BIOS” button on the main screen.

~ BIOS Update Message ==
4. A warning message will show up to request your The BIOS update process will take minutes.
R “ ” Please he paber_ltand_do not open any otht_ar
agreement to start the BIOS update. Click “OK” to applications during this process. System will
auto reboot after finish process.
start the update procedure.

Chapter 3: UEFI BIOS & Software | 19
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5. Choose the location for your BIOS file in the
system. Please select the proper BIOS file, and
then click on “Open”. It will take several minutes,
please be patient.

6. After the BIOS Update process is finished, click
on “OK” to reboot the system.

e T
L‘% e Masic
Ely Peuras
yRecert |
Dacumests i
(&
Daskicp
Py Dasuments
My Cempuier
mp{':;:d‘ Fie rama I j I.—.—.—’uam
Fies o e =] Carcel
Infarmation =
|0] Update BIOS Finish ! Please Reboot System !

7. While the system boots up and the full screen logo shows up, press <DEL> key to enter BIOS

setup.

After entering the BIOS setup, please go to the <Save & Exit>, using the <Restore Defaults>
function to load Optimized Defaults, and select <Save Changes and Reset> to restart the

computer. Then, the BIOS Update is completed.

Backup BIOS
Click the Backup BIOS button on the main screen

for the backup of BIOS, and select a proper
location for your backup BIOS file in the system,
and click “Save”.

Save As PIx]
swem [DWbommms ] & @ ok B
- T
35 ey Fictures

MyFRecent | %] report

My Documents
My Cormputer
My Metwork — File name: et - Save
o fiet =

Flaces
Save as type: - Cancel
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3.3 Software

Installing Software

1. Insert the Setup DVD to the optical drive. The driver installation program would appear if
the Auto-run function has been enabled.

2. Select Software Installation, and then click on the respective software title.

3.

Follow the on-screen instructions to complete the installation.
Launching Software

After the installation process is completed, you will see the software icon showing on the
desktop. Double-click the icon to launch it.

»

All the information and content about following software are subject to be changed without notice
For better performance, the software is being continuously updated.

The information and pictures described below are for your reference only. The actual information
and settings on board may be slightly different from this manual.

BlOScreen Utility

This utility allows you to personalize your boot logo easily. You can choose BMP as your boot
logo so as to customize your computer.

BISSTAR

WWLE DS

9 © ® &a

Load Image Transfom

Updaite Bios

About

Please follow the step-by-step instructions below to update boot logo:
e Load Image: Choose the picture as the boot logo.

Transform: Transform the picture for BIOS and preview the result.
Update Bios: Write the picture to BIOS Memory to complete the update.

Chapter 3: UEFI BIOS & Software | 21
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eHot-Line

eHot-Line is a convenient utility that helps you to contact with our Tech-Support system. This
utility will collect the system information which is useful for analyzing the problem you may
have encountered, and then send these information to our tech-support department to help
you fix the problem.

* represents important
information that you

must provide. Without This block will show *Describe condition
this information, you may wgd&fggmcaoﬁ'gégg'ﬂ of your system
not be able to send out the mail.

the mail.

eHot-Line

* Select your area or
the area close toyou

lemory

Provide the e-mail
address that you would
like to send the copy to.

*Provide the name of
thememory module

Power Supply Manufacture/ manufacturer.
Provide the name of
“ the power supply
manufacturer and the
model no
T )
Send the mail out. Exitthis dialog.

Save these informationtoa .txtfile

ook Express

& A program iz attempting to send the follawing e-mail

After filling up this information, click “Send” to send
the mail out. A warning dialog would appear asking
for your confirmation; click “Send” to confirm or “Do
Not Send” to cancel.

message on vour behalf:

To: | support@biostar-usa, com s, wm, ki, b

Subject: | TP3ED2-AT [PISBACOS BS) report

If you want to save this information to a .txt file,
click “Save As...” and then you will see a saving
dialog appears asking you to enter file name. [sed ] [ptiotsen)

whould you lke to send the message?
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Savein | (£} My Documents & oxFm
3 o
4 3 ey Pictures

My Recent
Documerts

@

Deskion

Enter the file name and then click “Save”. Your
system information will be saved to a .txt file.

My Documents

My Compiter

Fle ranie: repenn ~ Saie

MyMebwork | Savesiipe e Fiesl b ¥  [Ccoe |

Open the saved .txt file, you will see your system
information including motherboard/BIOS/CPU/
video/device/OS information. This information is
also concluded in the sent mail.

» Before you use this utility, please set Outlook Express as your default e-mail client application
program.

» We will not share customer’s data with any other third parties, so please feel free to provide your
system information while using eHot-Line service.

» If you are not using Outlook Express as your default e-mail client application, you may need to
save the system information to a .txt file and send the file to our tech support with other e-mail
application. Go to the following website http.//www.biostar.com.tw/app/en/about/contact.php for
getting our contact information.
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Chapter 4: Useful Help

4.1 Driver Installation
After you installed your operating system, please insert the Fully Setup Driver DVD into your
optical drive and install the driver for better system performance.
You will see the following window after you insert the DVD

The setup guide will auto detect your motherboard and operating system.

A. Driver Installation

To install the driver, please click on the Driver icon. The setup guide will list the compatible
driver for your motherboard and operating system. Click on each device driver to launch the
installation program.

B. Software Installation

To install the software, please click on the Software icon. The setup guide will list the software
available for your system, click on each software title to launch the installation program.

C. Manual

Aside from the paperback manual, we also provide manual in the Driver DVD. Click on the
Manual icon to browse for available manual.

» If this window didn’t show up after you insert the Driver DVD, please use file browser to locate and
execute the file SETUP.EXE under your optical drive.

» You will need Acrobat Reader to open the manual file. Please download the latest version of Acrobat
Reader software from http://get.adobe.com/reader/
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Boot Block Beep Codes
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Number of Beeps Description
Continuing Memory sizing error or Memory module not found
POST BIOS Beep Codes
Number of Beeps Description
1 Success booting.
8 Display memory error (system video adapter)
4.3 AMI BIOS post code
Code |Description
10 | PEl Core is started
11 | Pre-memory CPU initialization is started
15 | Pre-memory North Bridge initialization is started
19 | Pre-memory South Bridge initialization is started
2B | Memory initialization. Serial Presence Detect (SPD) data reading
2C | Memory initialization. Memory presence detection
2D | Memory initialization. Programming memory timing information
2E | Memory initialization. Configuring memory
2F | Memory initialization (other).
31 | Memory Installed
32 | CPU post-memory initialization is started
33 | CPU post-memory initialization. Cache initialization
34 | CPU post-memory initialization. Application Processor(s) (AP) initialization
35 | CPU post-memory initialization. Boot Strap Processor (BSP) selection
36 | CPU post-memory initialization. System Management Mode (SMM) initialization
37 | Post-Memory North Bridge initialization is started
3B | Post-Memory North Bridge initialization (North Bridge module specific)
4F | DXE IPL is started
60 | DXE Core is started
FO | Recovery condition triggered by firmware (Auto recovery)
F1 | Recovery condition triggered by user (Forced recovery)
F2 | Recovery process started
F3 | Recovery firmware image is found
F4 | Recovery firmware image is loaded
EO |S3 Resume is stared (S3 Resume PPl is called by the DXE IPL)
E1 | S3 Boot Script execution
E2 |Video repost
E3 | OS S3 wake vector call
60 | DXE Core is started
61 | NVRAM initialization
62 | Installation of the South Bridge Runtime Services
63 | CPU DXE initialization is started
68 | PCl host bridge initialization
69 | North Bridge DXE initialization is started
6A | North Bridge DXE SMM initialization is started
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Code |Description

70 | South Bridge DXE initialization is started

71 | South Bridge DXE SMM initialization is started

72 | South Bridge devices initialization

78 | South Bridge DXE Initialization (South Bridge module specific)

79 | ACPI module initialization

90 | Boot Device Selection (BDS) phase is started

91 | Driver connecting is started

92 | PCI Bus initialization is started

93 | PCI Bus Hot Plug Controller Initialization

94 | PCI Bus Enumeration

95 | PCI Bus Request Resources

96 | PClI Bus Assign Resources

97 | Console Output devices connect

98 | Console input devices connect

99 | Super 10 Initialization

9A | USB initialization is started

9B | USB Reset

9C | USB Detect

9D | USB Enable

AO | IDE initialization is started

Al | IDE Reset

A2 | IDE Detect

A3 | IDE Enable

A4 | SCSl initialization is started

A5 | SCSI Reset

A6 | SCSI Detect

A7 | SCSI Enable

A8 | Setup Verifying Password

A9 | Start of Setup

AB | Setup Input Wait

AD | Ready To Boot event

AE | Legacy Boot event

AF | Exit Boot Services event

BO | Runtime Set Virtual Address MAP Begin

B1 | Runtime Set Virtual Address MAP End

B2 | Legacy Option ROM Initialization

B3 | System Reset

B4 | USB hot plug

B5 | PCl bus hot plug

B6 | Clean-up of NVRAM

B7 | Configuration Reset (reset of NVRAM settings)
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Probable

Solution

1. There is no power in the system. Power LED does
not shine; the fan of the power supply does not work|
2. Indicator light on keyboard does not shine.

1. Make sure power cable is securely plugged in.
2. Replace cable.
3. Contact technical support.

System is inoperative. Keyboard lights are on, power
indicator lights are lit, and hard drives are running.

Using even pressure on both ends of the DIMM,
press down firmly until the module snaps into place.

System does not boot from a hard disk drive, but can
be booted from optical drive.

1. Check cable running from disk to disk controller
board. Make sure both ends are securely plugged in;
check the drive type in the standard CMOS setup.

2. Backing up the hard drive is extremely important.
All hard disks are capable of breaking down at any
time.

System only boots from an optical drive. Hard disks
can be read, applications can be used, but system
fails to boot from a hard disk.

1. Back up data and applications files.
2. Reformat the hard drive. Re-install applications
and data using backup disks.

Screen message shows “Invalid Configuration” or
“CMOS Failure.”

Review system’s equipment. Make sure correct
information is in setup.

System cannot boot after user installs a second hard
drive.

1. Set master/slave jumpers correctly.

2. Run SETUP program and select correct drive types.
Call the drive manufacturers for compatibility with
other drives.

CPU Overheated

If the system shutdown automatically after power on system for seconds, that means the CPU

protection function has been activated.

When the CPU is over heated, the motherboard will shutdown automatically to avoid a
damage of the CPU, and the system may not power on again.

In this case, please double check:

1. The CPU cooler surface is placed evenly with the CPU surface.

2. CPU fan is rotated normally.

3. CPU fan speed is fulfilling with the CPU speed.

After confirmed, please follow steps below to relief the CPU protection function.
1. Remove the power cord from power supply for seconds.

2. Wait for seconds.

3. Plug in the power cord and boot up the system.

Or you can:

1. Clear the CMOS data. (See “Close CMOS Header: JCMOS1” section)

2. Wait for seconds.
3. Power on the system again.
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APPENDIX I: Specifications in Other Languages

Arabic

Clica] gl

Intel® Core i7 /i5 /i3 / Pentium / Celeron w3 ol 4 zlad 1151 23l
L1591 :( thermal design power — TDP ) gllad) asanai & &) jal) &Ll i) al)

Aallaall saa g 32cld

5 : AS,A
.CPU ladl ae2 il www.biostar.com.tw  asall Mg sa W (o> *
INTEL® H110 2l e sana
2400/2133/1866 DDR4 .l .52 .53 &350 3 pe 5
5805 Culdasn 32 oadl 298 Jaati DIMM 25334l 58130 il DDR4 L) .52 .62 2X
DDR4 ) .2 .52 <uilaun16/8/4 ECC 052 Jasii DIMM 4s 52 e 438 JS 581l
.DDR4-2400 48, J31 7 J—all &=l Intel® Core ™ 4_lile =l *
5 SI aes Aalsl www.biostar.com.tw g@sell Mg s W s *
SATA Il bl 4x s s el
) ) ) . ) ) RTL8111G LAN il 302
A 53 3all (s ol 5508l [ caaitl) ¢ AL st ¢ A58 / Syllaae 1000 / 100/ 10x 1
ALC662 ipall 3200

1) e @l 58 5.1

(AR g 53l I8 50 2 5 Al il Jaladl 3 2) 3.1(Gen) USB ole duduia Jil x4 3ilia
(G510 g sall I8 o 4 5 Glal) el Jalaal) (5 2) 2.0 USB ple duluia i x 6 3

USB ¢le dulusia i

1x 2.0 PCle 4slaY) Clialdl die daz x 1
(x16)16 x 3.0 PCle 4slayl cliald) Mis da3 x 1

sl cilazé

Simasll maliall da 5 PS/2 x 1

s,ull PS/2 x 1

VGA 4aed ) ds jedgaly X 1 2e Juasidaid

DVI-D &ed) & pedealy x 1 220 Juasidasd

LAN  Alaall 45030 x 1 23 Jua sil 43

2.0 USB e duluia Jili X 2 2 Juasidadd
3.1(Gen1) USB ple Juluia G x 2 232 Juasidas
Gaalldlla x 3 22e Juagidai

LA ey Jaladl

SATA Il Ul 4x 4y

(2.0 USB sle Julusia JH (55in8 Jeay g 530 S ) 2.0 USB sle dulicia il X 2 g 53a

((Gen1)3.1 USB sle Julucia il (5ia® Jaai ¢ 534 S ) 3.1 USB (Gen1) sl duluiia JH5 x 1 g 53
a4 x 1ALl Ala,

G324 x 1 Bklldla,

B8 Al s s 3y Aag e x 1 Alas

Loshaiall 58 7 5l e X 1 Aas

Lalellda sl X 1 g 5

Y gl X 1 s

e posae X 1 g0

LI sl s Jaladll

a0 170 X 2215 « UATX Aasiiall Lin ) €611 330 JS5 Jale

Jsal dale

10(64bit) 3524 5 /8.1(64bit) 5525 7 5525
Dby 7 (32/64 ) [ 8.1 (64 <) JBTH J—all sl Intel® Core ™ ilie mll el b *
il s Sl a Jaai ol (Y e all A1) i i) (3 ka3 BIOSTAR s *

e aal) Juacil) Aol
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German
Spezifikationen
Anschluss-1151 fiir Intel® Core i7 /i5 / i3 / Pentium / Celeron Prozessor
CPU-Unterstiitzung Maximale CPU TDP (Thermal Design Power): 91 Watt
* Bitte konsultieren Sie www.biostar.com.tw fiir CPU-Unterstitzungsliste
Chipset INTEL® H110

Unterstiitzt zweikanaliges DDR4 1866/2133/2400

2x DDR4 DIMM-SpeicherSlot, Max. Uterstitzung bis zu 32 GB-Speicher
Festplattenspeicher Jedes DIMM unterstiitzt nicht-ECC 4/8/16 GB DDR4-Module

* DDR4-2400 fiir die Intel® Core ™ Prozessorfamilie der 7. Generation.

* Bitte konsultieren Sie www.biostar.com.tw fur fir Speicherunterstiitzung Liste.

Arbeitsspeicher 4x SATA IlI-Verbindung

LAN RTL8111G
1x 10/ 100/ 1000 Mb Auto-Negotiation, Halb- / Voll-Duplex-fahig
ALC662

Audio-Codec

5.1 Kanéle, HD-Audio

4x USB 3.1(Gen1)-Port (2 hintere 1/Os und 2 via interne Header)

USB
6x USB 2.0-Port (2 hintere 1/0s und 4 via interne Header)

1x PCle 2.0 x1-Slot

Erweiterungsanschliisse
1x PCle 3.0 x16-Slot (x16)

1x PS/2-Maus

1x PS/2-Keyboard

1x VGA-Port

1x DVI-D-Port

1x LAN-Port

2x USB 2.0-Port

2x USB 3.1(Gen1)-Port
3x Audio Jack

Hintere 1/0s

4x SATA Ill-Verbindung

2x USB 2.0-Header (jeder Header unterstutzt 2 USB 2.0-Ports)

1x USB 3.1(Gen1)-Header (jeder Header unterstitzt 2 USB 3.1(Gen1)-Ports)
1x 4-Pin-Stromverbindung

1x 24-Pin-Stromverbindung

1x CPU-Ventilatorverbindung

1x System-Ventilatorverbindung

1x Header fur Frontpanel

1x Header fiir Frontaudio

1x Header fur klares CMOS

Interne I/Os

Formfaktor UATX Formfaktor, 215 mm x 170mm

Windows 7/ 8.1(64bit)/ 10(64bit)
OS-Unterstlitzung * Windows 7 (32/64 Bit) / 8.1 (64 Bit) furr die Intel® Core ™ Prozessorfamilie der 6. Generation
* Biostar reserves the right to add or remove support for any OS with or without notice.
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Russian
Cneumdukaumm
Moaaepka Cokert 1151 ans npoueccopos Intel® Core i7 /i5 /i3 / Pentium / Celeron
LeHTpanbHoro MaKcMManbHbIi TepMONaKeT LeHTpanbHoro npoueccopa (TDP): 91 satr
npoueccopa * MNepeyeHb NOAAEPKKM LIEHTPAIbHOTO NpoLeccopa CMOTpUTe Ha www.biostar.com.tw.

Habop mukpocxem

INTEL® H110

Mopaepxusaet AByxkaHanbHbI DDR4 1866/2133/2400
2 rHe3aa nnatbl namati DDR4 DIMM, makcumanbHas namaTb fo 32 M6

JlokanbHas ceTb

NamAaTtb Kaxabit mogyns DIMM nogaepxusaet mogynb He-ECC 4/8/16 6 DDR4

* DDR4-2400 ans 7-ro nokonexus Intel® Core ™ cemeiictea npoLeccopos.

* MNepeyeHb NOAAEPXKKM LLEHTPa/IbHOTO NMpoLeccopa CMOTpUTe Ha Www.biostar.com.tw.
Hakonutens CoepuHutens 4x SATA Il

RTL8111G

1x AsTocornacosanue 10/ 100/ 1000 M6/c, paboTaeT 8 NoNHO/NONYAYNAEKCHOM PeXUMe

AyamnoKoaek

ALC662
KaHanbl 5.1, BbICOKOKa4YecTBeHHOE ayano

usB

4 noprtos USB 3.1 (Gen1) - (2 c3aau BBOAA-BbIBOAA U 2 Yepes BHYTPEHHUE KOHTaKTbI)
6 nopta USB 2.0 (2 c3aam BBOAA-BbIBOAA U 4 Yepe3 BHYTPEHHWE KOHTAKTbI)

He3paa pacmp.

1x PCle 2.0 x1 rHe3g0
1x PCle 3.0 x16 rHe3go (x16)

3apHAA nnaTa BBOAA-
BbIBOAA

1 mMbiwb PS/2

1 knasuartypa PS/2

1 nopta VGA

1 nopta DVI-D

1 nopT NoKaNbHOM ceTn

2 nopta USB 2.0

2 nopta USB 3.1 (Gen1)

3 rHesA, ANA NOAKNYEHUA HaYLIHWUKOB

BHyTp. Mnata BBOAA-
BbIBOAA

CoeaunHutens 4x SATA I

2 KoHTaKTa USB 2.0 (KaxAblit KOHTaKT noaAep:kusaeT 2 nopta USB 2.0)

1 KoHTaKT USB 3.1(Genl) (KaxAplit KOHTAKT noasepkusaet 2 nopta USB 3.1(Gen1l))
1 4-BbIBOAHbBIN Pa3bem NUTaHUA

1 24-BbIBOAHDBIN pasbem NUTaHUA

1 paszbem BeHTUNATOpa LM

1 pasbemMa BEHTUNATOPA CUCTEMbI

1 KOHTaKT NepeAHeit NaHenn

1 KOHTaKT nepeaHel ayavonaHenn

1 KOHTaKT mukpocxemsbl Clear CMOS

KoHcTpyKTHB

Ddopm-dakTop UATX, 215MMm X 170mMMm

Mopaeprka OC

Windows 7/ 8.1(64bit)/ 10(64bit)

* Windows 7 (32/64 6urt) / 8,1 (64 61T) TonbKo ans 6-ro nokoneHus Intel® Core ™ cemelicTsa
npoteccopos

* Biostar octaBnifieT 3a coboit Npaso A06aBAATL UM yAANATL NOAAEPXKKY Ntoboi OC, ¢ yBegomaeHnem
nnu bes.
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Especificaciones

Compatibilidad con el

Ranura 1151 para procesador Intel® Core i7 /i5 /i3 / Pentium / Celeron
Alimentacion de Proyeccion Térmica (TDP — Thermal Design Power): 91Watt

procesador *Por favor consultar con www.biostar.com.tw para la lista de compatibilidad con el procesador.
Tipo de Placa INTEL® H110

Soporta DDR4 1866/2133/2400 Doble Canal

2x DDR4 DIMM Ranura de memoria Soporta hasta 32 GB Memoria
Memoria Cada DIMM soporta un modulo non-ECC 4/8/16 GB DDR4

*DDR4-2400 para la familia de procesadores Intel® Core ™ de 72 generacion.
*Por favor consultar con www.biostar.com.tw para la lista de compatibilidad con el procesador.

Almacenamiento de

Conector 4x SATA Il (6Gb/s)

informacion
LAN RTL8111G
1x 10/ 100/ 1000 Mb/s auto negociacidn, capacidad duplex Mitad/Completo
. . ALC662
Codec Audio . L
Canales Audio de Alta Definicién 5.1
USB Ranura 4x USB 3.1(Gen1) (2 en las entrada/salidas posteriores y 2 por los distribuidores internos)

Ranura 6x USB 2.0 (2 en las entrada/salidas posteriores y 4 por los distribuidores internos)

Ranuras de Extincion

Ranura 1x PCle 2.0 x1
Ranura 1x PCle 3.0 x16 (x16)

Panel trasero de E/S

Teclado 1x PS/2

Teclado 1x PS/2

Ranura 1x VGA

Ranura 1x DVI-D

Ranura 1x LAN

Ranura 2x USB 2.0
Ranura 2x USB 3.1(Gen1)
Socket audio 3x

Conectores en placa

Conector 4x SATA Ill

Distribuidor 2x USB 2.0 (cada distribuidor soporta 2 ranuras USB 2.0)
Distribuidor 1x 3.1(Gen1) (cada distribuidor soporta 2 ranuras USB 3.1(Gen1))
Conector con 4 patillas x1

Conector con 24 patillas x1

Conector Ventilador procesador x1

Conector Ventilador Sistema x1

Distribuidor Panel Frontal x1

Distribuidor Audio Frontal x1

Distribuidor CMOS Directo x1

Factor de Forma

Factor de Forma uATX, 215mm x 170mm

Soporte OS

Windows 7/ 8.1(64bit)/ 10(64bit)

* Windows 7 (32/64 bits) / 8.1 (64 bits) sélo para la familia de procesadores Intel® Core ™ de 62
generacion

* Biostar reserva su derecho de afiadir o retirar el soporte para cada OS con o sin notificacion.
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Thai
AOLENLTER
danifin 1151 fwdulusiaiaas Intel® Core i7 / i5 / i3 / Pentium / Celeron
Tg CPU TDP (Thermal Design Power) g9ga: 91Watt
* 'l www.biostar.com.tw dwsusiamsdiigdaiuayu
awiia INTEL® H110
auayu Dual Channel DDR4 1866/2133/2400
) F295UnWHIEAINAT 2 &dan DDR4 DIMM gugaiiv 32 GB
HUILANNA A DIMM afuayuluga non-ECC ‘}/8/16GB DDR4
* DDR4-2400 &%y 7 Tusiaisiaiasintel® Core ™ Processor Asauaii.
* nau'lai www.biostar.com.tw &ususnanisuuaanuansTuauY
nsIWAn suanuilnagludiig
AL 4x SATA III wasadtauna (6Gb/s)
RTL8111G
wau

1x 10/ 100/ 1000 Mb/s ANsLasda Tulé, anuznnsalunswdna Half / Full

aafila Taan

ALC662
5.1 Channels, High Definition Audio

gaad

4x USB 3.1(Genl) wase (2 wasaaunas I/0 uae 2 wasn wuwasaidanaamulu)
6x USB 2.0 wasa (2 wasaauuds I/0 uaz 4 wase wuwasaidaunaaiulu)

sdanuenaRuLAY

1x PCle 2.0 x1 &8an
1x PCIe 3.0 x16 &&an (x16)

wasa I/O aunas

1x PS/2 una

1x PS/2 @euase

1x VGA wasn

1x DVI-D wase

1x LAN wase

2x USB 2.0 wasa

2x USB 3.1(Genl) wasa
3x Audio Jack

wasa I/0 aulu

4x SATA III wasaifiauna

2x USB 2.0 wasaifianaa (vaidlaunanndisasiu 2 wasa USB 2.0)

1x USB 3.1(Gen1) wasaidtauna (Widaunanndisassu 2 wasa USB 3.1(Genl))
1x 4-Pin Power wasaifiauna

1x 24-Pin Power wasaifiauna

1x wasaifanaa CPU Fan

1x wasaifanaassuy Fan

1x wasaLdanuaurIAUNIIN

1x wasaifanaaaadtasunun

1x wasa Clear CMOS

siuuuanTseanu AU UATX 210159974, 170303, X 21513,

Windows 7/ 8.1(64bit)/ 10(64bit)

* Windows 7 (32/64 fia) / 8.1 (64 fin) &%y 6 Tusiaiaiasintel® Core ™ Processor
afuayu 0S AsauAs Ty

* Biostar ﬂammamﬁ'lumnﬁum‘s‘anammiaﬁuaqudm%uszuuﬂg]umms 0S an9n
Taaluaasuadunsuaenun
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WWW.BIOSTAR.COM.TW
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1.3 ER4EH

Mt

CPUXIE

Socket 1151 - Intel Core i7 /i5 /i3 / Pentium / CeleronfA32 2%
CPURARINFE(91Watt)
* 151518 www.biostar.com.tw 3RENCPURIZ #5313

R4

INTEL® H110

EES

ST WEEDDRAS 1866/ 2133/ 2400

2/°DDR4 DIMMi#1E - RANEFAEHN32GB
BMDIMMZ#5IEECC 4/ 8/ 16 GB DDR4ANTFELE
* 1H51/318] www.biostar.com.tw SKENATFH S F53I5E

FhiEzg

4SATA IO (6Gb/s)

RTL8111G
1x 10/ 100/ 1000 Mb/sE &M &4 - W T/2WT TIFEH

ALC662
CEREEMAEL  TREEEM

UsB

41 USB 3.1(GenD)in N(BH2MRO - HREELSZ {205 0)
6MUSB 2.0 (B2 IR O - RIS 74005 O)

TR

11PCle 2.0 x11H1&
11 PCle 3.0 x163@1E (x16)

Bz

1PS/28 RO
1PS/28 8 O
11NVGAlG O
11DVI-Dit 0
1/NLANIR
2USB2.01% O
21USB3.1(Genl)ti 0
3N EHEA

ez

ASATA RO

2N USB2.0%3L (BN #3L32 852 MUSB2.0l% )
1/USB3.1(Genl) 3L (B8 MELZ R 2P USB3.1(Gen1) ik 1)
1 ERIRE (44

1RO (244

1PMCPUN B L

2N EGIN S

1R E ERESL

I RTEE SRS,

1MBEZECMOSEfE L

FHRRS

UATX Form Factor + 215 mm x 170 mm

RIFRGIH

Windows 7/ 8.1(64bit)/ 10(64bit)
* BB MNER D ERTOSXH - BiostarfRE A TS @ ENAIINF)

4| BE—E TRNA
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14 FEEREO
PS/2 LAN
Mouse .
Line In/
:@: ° Surround
© | vuine out
(=] | | [==]
= Mic In 1/
o[- 0| jo (&) o||= || =|| © |4l
[ ]
PS/2 DVI-D VGA USB3.1  USB2.0 x2
Keyboard (Gent1) x2
» Nntel&EpL B RAIEZEZHFHDVI-D - MVGAIRA -
» BRI

VGA: 1920 x 1200 @60Hz
DVI-D: 1920 x 1200 @60Hz

¥ ¥ v

2/4/5.1/71-FEEXEE

o
1=

MFERE71FE FEEAE—HDRETRELEREA HEERAATN I BEPREZSHEINEE -
FREN 2 M RGO HEL - EREE AR E o RS RE KRR TEPFHITERE -
HEAEHDE G BABN/ZRNN REFENED

ZHEMA ZHEA ZHEmA MzpFEER
Lt AIEAERSL A B E BIERERL

418 (B ERER) ZRMEA ZNEA PE/EREFERL | PE/EEEFER
Bl EEFERL FEFER RERER

B8 TRNE|S
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1.5 ElRHGEE

KBMS1
ATXPWR2
: (e][o]
(o] (m]
g
<
<
@
>

RJ45USB1

AUDIO1

SYS_FAN1 CPU_FAN1

Q- J E | —
==
S =
aa

o
=

F_USB2

iIOIOIOIOIOIOIOIOIOIOIO

ATXPWR1

SATA3 2

SATA3_1

SATA3 4

SATA3_3

- (o]oJofo]ofo]ofo]o]ofo]0]

Intel
H110

JCMOS1

» WARREL

6| B—= THRN A
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2.1 PR ZE(CPU)
HIRL: HEIER EHCPUIERLE -

» ZERANBEURHBIRF S A ZEREUEREM - BHCPURGE  BE LR ELUIAREMIARIR
e

» ERIBEEEAMIP AR RS 1SS RU N REURRFS -
B2 AT MBS 5 [E) Liaie

HIR3: BRI RIF =

B BHRE|T
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TRA: ZRBELWIERE - FFCPULTION ERHE EENAUE - ARERFCPUKRA
mIEL

HS: BECPU - FRIFFAS -

> BIHRREE ALGALISLIFEEREHICPU -
» CPUMBURIEREIT EIMA - RERTIHCPURIAE MM RIRIACPU -
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22 8%k
FEL BEFCPUNBAME TCPUIRED - MR M TTER RS - BEER
fiI - ENBELSCPUNEENOBRERE - BRTWHEEERRDRRS -

» MANE  EZEBRNBIIEERERANE TCPURE °
» BEFUEECPUNRBED -
» BZRCPUBRVRMZ R FIBREVERNZRER -
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2.3 XIE#EsL
WX EELIFEMABENLRHNNEG - XESI&FMGEL R EEmE -
CPU_FAN1: CPU R E#E3L

| EBX

1 | s

2 | +12v

3 | FAN RPM rate sense

4 | Smart Fan Control (By Fan)
i | EX

1 | s

2 | +12v

3 | FAN RPM rate sense

4 | Smart Fan Control (By Fan)

» CPU_FANL SYS_FAN1SZf54§tHIFI3EHMIED AN B BA 4R ERBEE M6
BB BEFIGNDEH -
24 2ERNE

DDRAAEFIEA

DIMMA1
DIMMB1

10| & BHRE
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HIRL: [@IMEFEIEX - T FDIMMIESE - FDIMMIZ I FREREE L - DIMM_ERGE)
A SiEEL VLR -

> MEDIMMRIRFIEA - (52381712 E - EDIMMIK - BEE—%-
NES=

DIMMIGIEME 154 BAE

DIMMAL 4GB/8GB/16GB |

DIMMBL 4GB/8GB/16GB | ®/A/9 32GB.

NREERIVBENAE - FRAAFRALTAFEUTER | ANZEEREZEENAFER
H - MNRFAIR

WEEERES DIMMAL1 | DIMMB1
Enabled ¢} O

Enabled X X

Enabled O O

("O" J|MRNFEZE - X" RINNEFRLZE )

» HZRSINFERE HNRWERERmENESENAERERLE-

B EARE |11
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25 T RE

PEX16_1: PCI-Express Gen3 x16 1&t& (x16 1)
« FFEPCI-Express 3.08138 -
- EFREEAIBICHIENL6GB/s BT H32GB/s -
PEX1_1: PCI-Express Gen2 x1 1&t&
« FFEPCI-Express 2.08138 -
o EIFREEAIBICHEEN0.5GB/s R HN1IGB/s -

ZRTRF
BERUTTRERT BF :

ZRT B RAERIRT B RIOERERGHA -
I e Rt FE/a s - BIRIRZZANIEES 2R -

RBL/RT BRENERXREEINEEERNR -
HREBEMAFEEE -

- MBRE - oA R FEUBIOSIRE -
2R RN

Ry BRFRRBEBNSOBABE B2 ERTEM-

12| & BHRE
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2.6 EiRE
TEEROMREN L - LHEMSEHM LR - k&AM S (close) R - TMBkZE R
W (open) K7 -
Pin 1 FF Pin & Pin 1-2 ma

& & B

JCMOS1: iEZCMOS kL
P oEZCMOSEIEH X EBIOSZZIRE - BIRRU N T REFELURRAAE -

Pin 1-2 $T7F: IEBRIE(FIN)

Pin 1-2 & AZCMOSH 1E

1. B FFACEBIR -

2 NMELIREML-2EMING - BIEIDUER— MR MR T AR 1- 2525 -
3. ER5M -

4. BZECMOSHIER - BTN AIRE M 1-28MFT -

5. FBACEIR -

6. ARG T <Del>#2i# ABIOSIRE -

B E BT |13
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2.7 EOMIEE
ATXPWR1: ATXEjFE#O

AT EFRFEN - BATRWERIRERATX24-pineB RN I O BT -

ATXPWR2: ATXEBiR#0
IEE M4 CPUBBBEE R+ 12VER[E - BHCPUSBIRIGESLN4ETH] - B EIE AATXPWR2AY

1-2-5-6%FH -

> FTALAT BHIRATXPWRIAIATXPWR 2 150 21 i -

» BEAETRES

ERTBEAINRELAER

& [EX # [EX
EE L o4 13 | +3.3V 1 +3.3V
on 14 |-12v 2 |+33V
(o]le] 15 | i 3 [
%% 16 | PS_ON 4 |+5v
EE 17 | s 5 bi:3:
o+ 18 | it 6 | +5V
[ole] 19 | i 7 |
[o](e] 20 | NC 8 | PW_OK
%E 21 [+5v 9 | BEBE5Y
e 13 22 | +5V 10 | +12V

23 | +5v 11 | +12V

24 | i 12 | +33V

3 @@Uz

a|lo]mf g [ EX
1 | +12v
2 | +12V
3 |
EE

BEHGARREINEREAELERET SREEARNFRENZRSN 2

14| & BHRE
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PANEL1: RUE EHR#ESL
16t OSSN - £ - BEERD - BRERIMmSERED -

| EX EE | &t | EX Ih8E
1 |+5v 9 |N/A
2 [N/A sz | 10| N/A N/A
3 [N/A PRI N/A N/A
#=H Power LED
4 | pFEEEs 12
Power LED On/Off i +)
Power LED | &2]R1E
5 |HDDLED(+) | e | 13] () i
6 HoDLED() | ™Y |14 E‘)’W‘?rLED
Spoaker HDD LED Reset | 7| B EE®|15| WRRE | R
8 | Reset control | £ 16 | Bt il

SATA3_1/3_2/3_3/3_4: &1TATAEO
UE3E VB SATAB R L E R SATARE & -

l I | EX
1|
== 2 | T™X+
SATA3_1 SATA3 2 3 | T
4 3
1 5 | RX-
4 l I 6 RX+
7 | s
,
SATA3_3 SATA3 4
JFRONT_USB3_1: sEE#RUSB 3.1(Gen1)#EsL
PCHIEERZIFMMNAIUSBEIIEL - th ol EZBGEENEINEIRE -
= | EX & EX
1 |VBUSO 11 | D2+
2 | SsRx1- 12 | D2-
3 |SSRX1+ |13 |
4 | 14 | SSTX2+
5 | SSTX1- 15 | SSTX2-
) 0 6 |SSTX1+ 16 | i
7 | 17 | SSRx2+
WM000000000 8 |DI- 18 | SSRX2-
000000000 9 |D1+ 19 |VBUS1
> 20 " 10 |ID 20 | Key

B & BT |15
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F_USB1/2: BIEERUSB 2.0%#L

PCRIZEE R ZFHFMANRUSBEIES: - tholiEENREIASNEIRE -
i E= | EX
1 | +5V (fused)
2 +5V (fused)
3 | USB-
4 | USB-
F_USB1 > | USB+
- 6 | USB+
| F_USB2 7 |E
[alelle])s s
€y
i —_— 9 10 |NC
F_AUDIOL: A & B4R & Sk
IEEESLONEE S MM EIEL - SRHHD(SB)EMAMAC 97 -
HD Audio AC' 97
| EX # | EX
1 | Micleftin |1 Mic In
2 | B 2 i
3 | MicRightin | 3 Mic Power
4 | GPIO 4 Audio Power
5 |Rightlinein |5 RT Line Out
6 |JackSense |6 RT Line Out
7 Front Sense | 7 Reserved
2 10 8 | Key 8 Key
> Eaaag 9 |Leftlinein |9 LFT Line Out
1 9 10 |JackSense |10 |LFT Line Out

» BWERRIESEEEL SRERSEE N
» MRBEEAC I7RIESHHMEEREL BRI AIEERELRNINEE" - WINBEERSEM
TE$gN-

16 | & BT
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55 =& UEFI BIOSHI¥

3.1 UEFI BIOSiR &
+ BIOSIRERFOATEEMEEANMBIOSIZE - ALEMAY - 2 <DEL>#OFEA

BIOSIREEFF -
« EZMARUEFIBIOSIRERER - 15SEMih LAYUEFI BIOSF7 -
3.2 [lFBIOS

PN EE—f T E& ol RURIFTBIOS:
o BIOSTAR BIOS Flasher: EBIt T B - BIOSTI3@ W& 22 a9 ERlHT - USBIXEhRIHT -
& CD-ROM Rl
o BIOSTAR BIOSHIF LE: Bs®%EWindows ¥i5 ~NBzaifl#T - £ AL T B - BIOSO] 3@
WMIEE FROSTEERIFT - USBIXEhRAIFT - CD-ROM RllFHraka ML B9S24 3 31t fl# -
BIOSTAR BIOS Flasher
» I T BN AYraEAFAT32/1648 s SN D K FIEIR S -
» RIFBIOSHUNANNEE A AN SHALSISEKK -

&8 FABIOSTAR BIOS Flasherf&l#BIOS

1. HAMIE N E5 ERABUCE RO ERFMBIOSSLA -

2. RERFBIOSHEIU-Z - (INZIFFAT/FAT3218 )
3. A BEBIOSHFRIU-EEIUSBEL

4 ANFEER  EERTETIE<FI2>4H - .

5. #ABRE - BE=%®HBIOS-FLASHERT
B - #E<fs0>8ZEBIOSXff -

6. FETEMBIOSI K - HZ" Yes” T
BIOSHIHi2fF -

& —=: UEFI BIOSHI# 1+ | 17
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7.BIOShIFiEaBHEEEERSRIIEIE -
B<Y>EEAR

8. ARSI SHIEMBRFMAEEN - L <DEL>EFEABIOSIRE -
5’6?¢<Save & Exit> - fEEF <Restore Defaults>INEENNE R R BIAE - ARG EEFE <Save
Changes and Reset>REBE£4T - SeHBIOSHIF -

1. ﬁHDVDE}[ﬂJZZ*z%BIOS Update Utility -
2. fEFIEINAERT - EFALREBANEXIN -

3. fTHBIOSkIF TH - AfE=&E" Online
Update” #z4f -

4. REBHEENTRIFBIOSEFHIMNIFE | € E“t mf’:p 'i“‘;y’}h pp‘”ik g e o Syteml
K- mth” Yes” FaRIFBIOS - ”

Yes | No

Information £

5. QD % BIOS%%"[ H&$ ;:F% E§$ H__’l TE—R —F "0" Do you want to download H678R802 BST BIOS via Internet 2
HEMNARARRIIEE - md" Yes” T& -

Yes | No
Information 2
6. ;:UEX—F%Z, F‘%gﬁﬁ‘fm—ﬁ{ NAE 0 H67BRA02 BST Download Finish! Do you want ta program ?
BIOSHIXIIEIE « sch” Yes” FFUaRlF -
ves | No

18 | &5 =%: UEFI BIOSHNZ {4
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7. RHEFERRE  BFRELERNMEES
FIRNIEIE - mdi" OK" EERS -

Information

==

Update BIOS Finish | Please Reboot System |

——

8. 25 |SH EHMMEARIMRAE BN - & <DEL>#i# ABIOSIRE -
#%3% <Save & Exit> - @ <Restore Defaults>INEEMNE R ZREMAE - SATFEFE <Save

Changes and Reset>kEE %4t -

BIOSHI# T & ( #iBIOS
1. DVD¥Ksh 2z BIOSHI# LH -

2. NEATHIM IEwww.biostar.com.tw FE&5E

3. ZEETUEFTFBIOS Updat Utility - #3f5=
" Update BIOS" #%4H -

4 REBEEZENTRIFBIOSEFHIXIEE
K- " OK" FaRlFBIOS -

5. FBIOSXHMEMER - ARKFESEN
BIOSX # + mdi" Open”
RUFTBIOSZIE/ L A bR IE] - IBEM/OER -

6. BIOSRIFI L RRE - mE" OK" BEEA

4t -

ST BIOSHIFT

HIBIOS.

- BIO..:pcate s
AMI B Name

~ BIOS Update Message ==
The BIOS update process will take minutes.
Please be patient and do not open any other
applications during this process. System will
auto reboot after finish process.
Dpen (2T
lokin [Eptomes 5 @D
= |
18 |[Bwn
HyRecont | repat
Documas |
Daskiop
Bt
P Documerts ‘
5y Camarate!
Ml it ] > [T
e
Fles o e =] Carcel
Infarmation @

[0] Update BIOS Finish | Please Reboot System |

5 —5: UEFI BIOSFI# 14 | 19
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7. 255 |SHEIMERIMRAEEN - 2 <DEL>#i# ABIOSIRE -
3% <Save & Exit> - [ <Restore Defaults>INEEME R R ENIAE - SATFEFE <Save

Changes and Reset>REE %4t

BIOS&Z 13
REBIOSE MR - EEEBENHXHNEE
Bx  AE~E" Save”

» SEREBIOSHIHR -

ave As

Save in {5} MyDocuments v e @ ek Er

- ey s

Lé [y Pictures

MyRecent [ report

Decumerts

Deskion

My Documerts

My Comput

MyNetwok  Fil name: [rest | s
Ploc

Save a5 typ = Carcel

20| 35 =%: UEFI BIOSHI*X 4
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3380

ZRUE

1 FAEBMANIK - FAutorunIEEERCE - BahZERERF=HI -
2. #E#ESoftware Installation « ZAE R EZWEEFR

. IRBERELNESTHEE -

Bk
ZERBEFTRE - fEHONENREE - EXNEERESNRETE -

» IBRENBERERMNEEELE MASTRA - ARRAMEEE  RESAUTHAR -
» THNERMERNHSE . LERNINERMREUESFHHEEER -

BIOScreen TE
WA T B PUSHNEE A MEE - Mo DUEEBMPE RN RBE X HEAN AV ER -

WENW.B OSTAR.

Load Image Transform Updata Biog

BSRUTTRREMAINER :
« MN#EEE(Load Image) : EFE REAFEE -
o BEHa(Transform) : BIGE R H IR -
« EHBIOS(Update Bios) : IE R B ABIOSATE - #AfG5EAk B 5 -

5 —5: UEFI BIOSFI# 1+ | 21
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eHot-Line

eHot-LineZ BN TREKARAZ R ANERETE - ETERWELLSER - J08
OB - JRHEBMON - FRERXLEEEZRNEARZFHER] - NIRRT

o) -

* represents important
information that you

must provide. Without This block will show

the information which

this infomation, you may would be collected in
not be able to send out the mail. |
the mail.

*Describe condition
of your system

eHot-Line

=
Locenu: ]

Power Supply Manufactur

emory Motee Manufacture

* Select your area or
the area close toyou

Provide the e-mail
address that you would
like to send the copy to.

thememory module

_ *Provide the name of

manufacturer.
f'hrovidethe nanile of
e power su
mar?ufacture?gr?d the
model no

Send the mail out.

Save these inform:

BFFRBEEE - md "Send” KBB4 -
HI—MHAEBIIEIE ; Sd “Send” WA
%35 "Do Not Send” MIEUHIRAE -

MERRFILEREINAXHE - md "Save
As..” - BI—DMREXNIEE - WAXHRED
E_[ °

Exitthisdialog.

ationtoa .txtfile

Outlook Express

A

To

Subject:

A program iz attempting to send the follawing e-mail
message on vour behalf:

sUpport{Ebiostar-usa, comseeaEineg, uee Hes He

| TP3ED2-AT [PISBACOS BS) report

whould you lke to send the message?

[ Send ] [Do NotSand]

22| 3 =%: UEFI BIOSHMI*X 4



WMAXHS =i "Save”
BFEXAIHE -

T SRFRISIARSG -

2OGER

LREREZ é}ﬁ

EEMR/BIOS/CPU/MERIRE/OS ) -

SRMEBKZEREHE -

URFAR R

H110MDE <

Savein | (£} My Documents

- v s
_._}) Dy Pictures

My Recent
Documerts

My Compiter

Fl nane:

[1oporf

MyMetuok | Save st pe:

Tt Fieq" 1]

» EFERILTER - 15fF0utlook Expressi& BAEMEIANB FEHFEZRER
» HANFNBPEIRE - FLIEBeHot-LineBR S5  BHUDRHHERIRY
» FHEARFFOutlook Expressi@ B AN FHIHERERRER  hORFENRAERIHER - 4
):FHE BB FEME T ER RIS HRIR MR ARSI -
B IAIEMIEhttp://www.biostar.com.tw/app/en/about/contact. php3kEXEAIHIEX A5 5 -

RER

—&: UEFI BIOSH¥ 4 | 23
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=|
700

il

SIE:%Bhf

41 WhEFEREIRED
NIRBBHRN RN - ERIFRAALRKTAE - BRALHZARDECWHA LR -
iBEADVDfE - FHIM FFREO -

IR BEOSH BN ERFIRIERS -

A B EF&E

ZERNER - EraRoizEr - REQSTIEHERBESRDNRIELRS - KRGS

RERHERF - DUFRLREHRE -

B. E/p ﬁg"‘"ﬂt

ZERG  BERORGE - REQSTHIEHASTRRYG - Ko REEW - DA

ZEHRE -

C. ERFff

R BARERNNFM - BOMEHRCRERANERER - REManualE4r - XI5 0] A

HRERERR

» ARG - M OREN BRSNS 2 B HATSETUP.EXESC -

» EFEZEAcrobat ReaderfTFmanualsZff - iE M Mlishttp://get.adobe.com/reader/ & &
hRARfIACrobat Reader®ifs -

24| ENE S
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4.2 AMI BIOS IR X5
5|ISEREERERTE

E,‘EF‘:"-'j"\%{ aX
SRR LR

BIOS A#l B IR 18

IS R EL av

1 EYiEl=19%Y)

8 EFEIRGSIINERS)
4.3 AMI BIOS A BB

NERERS

10 |PEIZLER

11 | CPU Pre-memory#l{8{EE 5

15 | d6#Pre-memory#la1EE D

19 | EgtPre-memory#la1EE D

2B | REHIA1E - SRERSPDEE

2C | WHEMR1E - KllMemory presence
2D | NFHIE - ZENGENEER

2E | REDSEE - RERNF

2F | nEF#AME (Bt )

31 | NERETH

32 | CPU post-memory#lia{EE =

33 | CPU post-memory#)#a{E - Cache#l#a1t
34 | CPU post-memory#)#a{E - N FRSAIEZR¥IA(E
35 | CPU post-memory#J#a1t - ﬁT:FBSP
36 | CPU post-memory#4a1L - 2 EBEX AL
37 | d6#FPost-Memory#l¥a1EETh

3B | d#fPost-Memory#¥a1E

4F | DXEIPLEZ)

60 | DXEZ/EEN

FO | B SIREM R E R (B HRE)

F1 | BPSIEER R ERHGRHIKE)

F2 | REHEED

F3 | HIEHHREES

F4 | MBEH#HREES

EO0 | S3MEEE N

El | }iTS3BEmMIA

B2 | SMAEER

E3 | 253/ S M@

60 | DXEWZEM

61 | NVRAMAI4A{E

62 | ZEENETH

63 | CPU DXE#ISR{EE DN

68 | PCI HBHIYA1E

69 | E¥DXEMATE

6A | IFDXE SMMI#A{EE

s EEES | 25
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I ERER

70 | BtFDXERISA{EE N

71 | m@tiDXE SMMAMEEE T

72 | EmgEYRE

78 | matiDXEFMA(E

79 | ACPIEA AL

90 | SISREEENERED

91 |WmhiERED

92 |PARLYRIEE

93 | PARLRBIGEIEFI RV

94 | PCLR 55

95 |PARLKIBEKRAR

96 |PARLNEHR

97 | ERlaWmbIREER

98 | ERlemAREERE

99 | BRIOHAIL

9A | USB¥4a1EEDN

9B |USBEfu

9C | USB#a

9D |USBEH

A0 | IDEFMREEDD

Al |IDEEfiI

A2 | IDE4@

A3 |IDEEA

A4 | SCSIFRIEESh

A5 | SCSIEfu

A6 | SCSIHE

A7 |SCSIEA

A8 | IRERNWES

A9 | IREFH

AB | REWAZER

AD | EEEHIR

AE | ERBHIRE

AF | REEHIE

BO | EEHAMIEEIFF A

Bl | EHMIIEL R

B2 | Z4iaJ#%EROM AL

B3 | 24iEu

B4 | USB#hiE

B5 | PCIER & RdhiE

B6 | E#ENVRAM

B7 |EEEEU(NVRAMIREEN)

> MIEEHIRERIIHLMNE  ERRRIINRAR LSS -

26| EMEEHES
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4.4 OB R
0] & BRIRTTE
1. 2450RBE - ERET AR - 8RN | L BEBRAZEET -
B - 2. BIRLH]
2.8 FRERTAS - 3. BRA RS -
AR - BEBENIR - 8RER | BOARERERT - BRATZETHEE

5 WRIEBBE -

o

AAABENEREBD) - EEMARED -

1 EEESERMEL - BESELE
BIRLEYT - RERAECMOSIZE FRIIX
HhZEE -

2. ERBENEA TR - B NOER
HIEZREEWN -

RRENNBED - RS - NA
REFAEHER - B2 ENERED -

1. BOEIRFNARER -
2. BHEIVERER - REEEEMTRMN
RREFMHE -

FE®E#R~ "Invalid Configuration” &
"CMOS Failure” -
BROBEZ5RE  BERESHIEH
BETE_NMER

BREBZARE - HEREZEIEMH

LR IBE_NMERE - ZHFBEED °

1. EMBIREE/NERBL -

2 IBITRERR - R IERIIXEER -
SWmheR] B %R - SKEHFRE MR
ARZH -

CPUERRIF £ 4

EAERGHWENBEENARNNIS - XWAACPURFINEEEHAUE - CPURRE -
FILERIACPU - =N BHARN - ZENTEEE -

IEFER T - IBFARE -
1. CPU B =3 FIECPUSRE -
2. CPUN BSRELE B ek -

3. CPUN B EE SCPUBITREMT -
NG - BRI S REBRCPULRIFINAE

1. ke IREAD -
2. 5[/ -
3. EBRHERS -

FE:

1. BBRCMOSHIE - (& "Close CMOS Header: JICMOS1" E34)

2. 5[/ -
3.EE&4 -

EEEEER | 27
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MR : “mPESASVERATENERKIE
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