P43B-A7 Setup Manual

FCC Information and Copyright

This equipment has been tested and found to comply with the limits of a Class
B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed
to provide reasonable protection against harmful interference in a residential
installation. This equipment generates, uses, and can radiate radio frequency
energy and, if not installed and used in accordance with the instructions, may
cause harmful interference to radio communications. There is no guarantee
that interference will not occur in a particular installation.

The vendor makes no representations or warranties with respect to the
contents here and specially disclaims any implied warranties of merchantability
or fitness for any purpose. Further the vendor reserves the right to revise this
publication and to make changes to the contents here without obligation to
notify any party beforehand.

Duplication of this publication, in part or in whole, is not allowed without first
obtaining the vendor’s approval in writing.

The content of this user’s manual is subject to be changed without notice and
we will not be responsible for any mistakes found in this user’s manual. All the
brand and product names are trademarks of their respective companies.



Table of Contents

Chapter 1: INntroduction ......cicrveverermseseransaserassasesassasesassnsasasansass 1
1.1 Before You Start ..o 1
1.2 Package CRecRIISE ..................oooiiieeeeeeeeeeee e 1
1.3 Motherboard Features....................cocooiiininiiiineeeee 2
1.4 Rear Panel Connectors ..................ccooiiiiiiiiinieeeeeee e 3
1.5 Motherboard Layout....................coooovviiiiiiiiiieeeeeeeeeeee e 4
Chapter 2: Hardware Installation ......ccccviciiiiicsrcncsn s ne s snnnnas 5
2.1 Installing Central Processing Unit (CPU).................cccocooereinne. 5
2.2 FAN Headers............ccooiiiiiiieeccecceeeeeecee e 7
2.3 Installing SystemMemory ... 8
2.4 Connectorsand SIots ... 10
Chapter 3: Headers & Jumpers Setup ....ccccvcvimrmrrrcriessnransanass 14
3.1 How to Setup JUMPEES ...........o.oooiieeiieeeeeee e 14
3.2 Detail $Settings...............c.cooooviiiiiiiee e 14
Chapter 4: Useful Help ...cccvviievereriesenessmsesssmsesessnsasessssasasansass 19
4.1 Driver Installation Note.......................coooiiiiiii, 19
4.2 SOFEWANE ... 20
4.3 Extra Information...................ocooiiiii e 24
4.4 AMIBIOSBeep Code...............ccooooviiieiceceeeeeeeeeeeee e 26
4.5 Troubleshooting ............cccoooviiiiiiiiiiieeee e e 27
Appendix: SPEC In Other Languages.....cccccvvemrammnnmranssnssanssnnsas 28
GBIIMAN. ...ttt ettt ettt b et sbe st be e 28
Fremch ..ottt s 30
RGBT ...ttt 32
SPOANISR ...ttt e e s et e e e e e s rnaaees 34
POTBUGUESE ...t e e e e ee et e e s eesaeeeeeessaeeeesesssaaeeeeenas 36
POBISR......oooi ettt ns 38
RUSSTAN ...ttt sttt et sbe e 40
ATADIC. ...t 42



P43B-A7
CHAPTER 1: INTRODUCTION

1.1 BEFORE YOU START

Thank you for choosing our product. Before you start installing the
motherboard, please make sure you follow the instructions below:
B Prepare a dry and stable working environment with
sufficient lighting.
B Always disconnect the computer from power outlet
before operation.

B Before you take the motherboard out from anti-static
bag, ground yourself properly by touching any safely
grounded appliance, or use grounded wrist strap to
remove the static charge.

B Avoid touching the components on motherboard or the
rear side of the board unless necessary. Hold the board
on the edge, do not try to bend or flex the board.

B Do not leave any unfastened small parts inside the
case after installation. Loose parts will cause short
circuits which may damage the equipment.

m Keep the computer from dangerous area, such as heat
source, humid air and water.

B The operating temperatures of the computer should be
0 to 45 degrees Celsius.

1.2 PACKAGE CHECKLIST

+« HDD Cable X 1

Serial ATA Cable X 1

Rear I/O Panel for ATX Case X 1
User’s Manual X 1

Fully Setup Driver CD X 1

FDD Cable X 1 (optional)

USB 2.0 Cable X1 (optional)

Serial ATA Power Cable X 1 (optional)

EEEEEEE

Note: The package contents may be different due to area or your motherboard version.
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1.3 MOTHERBOARD FEATURES
SPEC
LGA 775
Supports Hyper-Threading / Execute Disable Bit /
Intel Core2Duo / Core2Quad /
Enhanced Intel SpeedStep® / Intel Architecture-64 /
CPU Pentium Dual-Core / Celeron Dual-Core /
Extended Memory 64 Technology / Virtualization
Celeron 4xx processor
Technology
(Maximum Watt: 125W)
FSB 800 /1066 / 1333/ 1600 MHz (OC) MHz
Intel P43
Chipset
Intel ICH10
ITE 8718F Environment Control initiatives,
Provides the most commonly used legacy Hardware Monitor Controller
Super /O
Super I/O functionality. Fan Speed Controller
Low Pin Count Interface ITE's "Smart Guardian" function
DIMM Slots x 2
Dual Channel Mode DDR2 memory module
Main Each DIMM supports 256MB / 512MB /
Supports DDR2 800/667
Memory 1GB / 2GB / 4GB DDR2
Registered DIMM and ECC DIMM is not supported
Max Memory Capicity 8GB
Ultra DMA 33 / 66 / 100 / 133 Bus Master Mode
IDE Integrated IDE Controller
supports PIO Mode 0~4
Data transfer rates up to 3.0 Gb/s.
SATA 2 Integrated Serial ATA Controller
SATA Version 2.0 specification compliant
10/ 100 Mb/s / 1Gb/s auto negotiation
LAN Realtek RTL8111DL
Half / Full duplex capability
Sound 5.1 channels audio out
ALC662
Codec High Definition Audio
PCI Express Gen2 x16 Slot x1  Supports PCI-E Gen2 x16 expansion cards
Slots PCI Express x1 Slot X2 | Supports PCI-E x1 expansion cards
PCI Slot X3  Supports PCI expansion cards
On Board  Floppy Connector x1 | Each connector supports 2 Floppy drives
Connectors  Printer Port Connector x1 | Each connector supports 1 Printer port
IDE Connector x1 | Each connector supports 2 IDE device
SATA Connector x4  Each connector supports 1 SATA devices
Front Panel Connector x1 | Supports front panel facilities
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SPEC

Front Audio Connector x1

Supports front panel audio function

S/PDIF out Connector x1 | Supports digital audio out function
CPU Fan Header x1 | CPU Fan power supply (with Smart Fan function)
System Fan Header x1 | System Fan Power supply
Clear CMOS Header x1 | Restore CMOS data to factory default
USB Connector X2 | Each connector supports 2 front panel USB ports
Power Connector (24pin) x1 | Connects to Power supply
Power Connector (4pin) x1  Connects to Power supply
PS/2 Keyboard x1 | Connects to PS/2 Keyboard
PS/2 Mouse x1  Connects to PS/2 Mouse
Back Panel Serial Port x1 | Connects to RS-232 Port
1/0 LAN port x1 | Connect to RJ-45 ethemet cable
USB Port x4 | Connect to USB devices
Audio Jack X3 Provide Audio-In/Out and microphone connection

Board Size  182(W) x 295 (L) mm

OS Support Windows 2000 / XP / Vista 32 / Vista 64

Biostar reserves the right to add or remove support for|

any OS with or without notice

1.4 REAR PANEL CONNECTORS

 psi2

LAN .
Mouse Line In/
- ‘:ﬁ Surround
oo/ Line Out
[ um— (| ——]
DQ Rego4 M'
e D |_||T=-u—| ,—|I:I icln 1/
Nody K“”]@ Bass/ Center |
] :
PS/2 COoM1 USBX2 USBX2

Keyboard

Since the audio chip supports High Definition Audio Specification, the function of each audio
jack can be defined by software. The input / output function of each audio jack listed above
represents the default setting. However, when connecting external microphone to the audio port,

please use the Line In (blue) and Mic In (Pink)

audio jack.




Motherboard Manual

MOTHERBOARD LAYOUT

KBMS1
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ATXPWR2
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CPU_FAN1
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RJ45USB1
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J_PRINT1
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i
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Note: m represents the 1% pin.
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CHAPTER 2: HARDWARE INSTALLATION
2.1  INSTALLING CENTRAL PROCESSING UNIT (CPU)

Special Notice:

Remove Pin Cap before installation, and make good preservation
for future use. When the CPU is removed, cover the Pin Cap on the
empty socket to ensure pin legs won’t be damaged.

T —— A=Y

Pin-Cap

Step 1: Pull the socket locking lever out from the socket and then raise
the lever up to a 90-degree angle.
L

8—g
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Step 2: Look for the triangular cut edge on socket, and the golden dot on
CPU should point forwards this triangular cut edge. The CPU will
fit only in the correct orientation.

Step 2-1:

Step 3: Hold the CPU down firmly, and then lower the lever to locked
position to complete the installation.

Step 4: Put the CPU Fan and heatsink assembly on the CPU and buckle it
on the retention frame. Connect the CPU FAN power cable into
the CPU_FAN1. This completes the installation.
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2.2 FAN HEADERs
These fan headers support cooling-fans built in the computer. The fan
cable and connector may be different due to the fan manufacturer.
Connect the fan cable to the connector while matching the black wire to
pin#1.

CPU_FANI1: CPU Fan Header

Pin  Assignment
1 Ground
2 Power
3 FAN RPM rate sense
4 Smart Fan Control

Pin  Assignment
Ground

+12V

FAN RPM rate sense

W N =

_- - B

[ - | e 1 3
s
Note:

CPU_FANT1 supports 4-pin head connector; SYS_FAN1, 3-pin head one. When
connecting with wires onto connectors, please note that the red wire is the positive and

should be connected to pin#2, and the black wire is Ground and should be connected to
GND.
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2.3 INSTALLING $YSTEM MEMORY
A. DDR2 module

1. Unlock a DIMM slot by pressing the retaining clips outward. Align a
DIMM on the slot such that the notch on the DIMM matches the
break on the Slot.

2. Insert the DIMM vertically and firmly into the slot until the retaining
chip snap back in place and the DIMM is properly seated.
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B. Memory Capacity

DIMM Sc_>cket DDR2 Module Total Memory
Location Size
DDR2_A1 256MB/512MB/1GB/2GB/4GB .

Max is 8GB.
DDR2_B1 256MB/512MB/1GB/2GB/4GB

C. Dual Channel Memory Installation
Please refer to the following requirements to activate Dual Channel function:

Install memory module of the same density in pairs, shown in the table.

Dual Channel Status | DDR2_A1 | DDR2_B1
Disabled (0] X
Disabled X O
Enabled O (0]

(O means memory installed; X, not installed.)

The DRAM bus width of the memory module must be the same(x8 or
x16)
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2.4 CONNECTORS AND SLOTS
FDD1: Floppy Disk Connector

The motherboard provides a standard floppy disk connector that supports 360K,
720K, 1.2M, 1.44M and 2.88M floppy disk types. This connector supports the
provided floppy drive ribbon cables.

—

IDE1: Hard Disk Connector

The motherboard has a 32-bit Enhanced PCI IDE Controller that provides P10
Mode 0~4, Bus Master, and Ultra DMA 33/66/100 functionality.

The IDE connector can connect a master and a slave drive, so you can connect
up to two drives.

= 0

[ —
[ e
05 = =E
s e P

10
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SATA1~SAT A4: Serial AT A Connectors

The motherboard has a PCIl to SATA Controller with 4channels SATA interface, it
satisfies the SATA 2.0 spec and with transfer rate of 3Gb/s.

_ Pin  Assignment
Ground
. TX+

TX-
Ground
RX-
RX+
Ground

=

(—
D =
=

NOoO g~ WON =

SATA4 SATA2

[~ — | SATA3 SATA1
==&
D =
) e S 741

ATXPWRI1: ATX Power Source Connector

This connector allows user to connect 24-pin power connector on the ATX
power supply.

- 12|[¢](e] |24
[E .
oo
o|(e]
alo
an
eo|le
S5
_— [o](e
d (o][e]
D = Q oo
— 1 | m0o) [is
—
m [
[ — e
p =TT
[nlchn] — ]
Pin Assignment Pin Assignment
13 +3.3V 1 +3.3V
14 -12V 2 +3.3V
15 Ground 3 Ground
16 PS_ON 4 +5V
17 Ground 5 Ground
18 Ground 6 +5V
19 Ground 7 Ground
20 NC 8 PW_OK
21 +5V 9 Standby Voltage+5V
22 +5V 10 +12V
23 +5V 11 +12V
24 Ground 12 +3.3V

11
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ATXPWR2: ATX Power Source Connector

Connecting this connector provides +12V to CPU power circuit.

MU, 00

w

D
O

Pin Assignment
1 +12V
2 +12V
3 Ground
4 Ground

I .
= B
[ — Y
ER{ES
D o E3Em
inlaues] m— =]

Note:

Before you power on the system, please make sure that both ATXPWR1 and ATXPWR2
connectors have been plugged-in.

PCI1~PCI3: Peripheral Component Interconnect Slots

This motherboard is equipped with 2 standard PCI slots. PClI stands for
Peripheral Component Interconnect, and it is a bus standard for expansion
cards. This PCl slot is designated as 32 bits.

PCI2

PCI3




PEX16_1: PCI-Express Gen2 x16 Slot
- PCIl-Express 2.0 compliant.

- Maximum theoretical realized bandwidth of 8 GB/s simultaneously per
direction, for an aggregate of 16GB/s totally.

- PCI-Express Gen2 supports a raw bit-rate of 5.0Gb/s on the data pins.

- 2X bandwidth over the PCI-Express 1.1 architecture.

PEX1_1/PEX1_2: PCI-Express x1 Slot
- PCI-Express 1.1 compliant.

- Data transfer bandwidth up to 250MB/s per direction; 500MB/s in total.

- PCI-Express supports a raw bit-rate of 2.5Gb/s on the data pins.
- 2X bandwidth over the PClI architecture.

| PEX16_1

—» [PEXTT
[PEX1 2

P43B-A7
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CHAPTER 3: HEADERS & JUMPERS SETUP

3.1 How TO SETUP JUMPERS

The illustration shows how to set up jumpers. When the jumper cap is
placed on pins, the jumper is “close”, if not, that means the jumper is

“Open"_
.
W
o
Pin opened Pin closed Pin1-2 closed

3.2 DETAIL SETTINGS

PANEL1: Front Panel Header

This 16-pin connector includes Power-on, Reset, HDD LED, Power LED, and
speaker connection. It allows user to connect the PC case’s front panel switch
functions.

it
LI

i

% Ul SPK RST

e
o == O HLED

=

[

= [

T

p—
E E e
EII_IE

Pin Assignment Function Pin Assignment Function
1 +5V 9 NA
N/A
2 N/A Speaker 10 NA
3| NA Connector 11 | NA N/A
4 Speaker 12 Power LED (+)
5 HDD LED (+) Hard drive 13 Power LED (+) Power LED
6 | HDDLED (-) LED 14 | Power LED (-)
7 Ground 15 Power button
Reset button Power-on button

8 Reset control 16 Ground

14




F _USB1/F_USB2: Headers for USB 2.0 Ports at Front Panel

This motherboard provides 2 USB 2.0 headers, which allows user to connect
additional USB cable on the PC front panel, and also can be connected with
internal USB devices, like USB card reader.

Pin  Assignment
1 +5V (fused)
2 +5V (fused)
3 USB-
4  USB-
5  USB+
6  USB+
7 Ground
8 Ground
9 Key
F_USB2 F_USB1 10 NC
2 10
U090
P
1 9
JUSBV1/JUSBV2: Power Source Headers for USB Ports
Pin 1-2 Close:
JUSBV1: +5V for USB ports at USB1/RJ45USB1.
JUSBV2: +5V for USB ports at F_USB1/F_USB2.
Pin 2-3 Close:
JUSBV1: +5V STB for USB ports at USB1/RJ45USB1.
JUSBV2: +5V STB for USB ports at F_USB1/F_USB2.
=]
JUSBV1 Pin 1-2 close
i 1
N
D == O a
m[o 9]
| = @ Pin 2-3 close
[ 1 3
o ERES > moo
Bl — ST JUSBV2

P43B-A7
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F_AUDIO1: Front Panel Audio Header

This header allows user to connect the front audio output cable with the PC front
panel. This header allows only HD audio front panel connector, not AC’'97.

3
5

Assignment
Mic Left in
Ground

Mic Right in
GPIO

Right line in
Jack Sense
Front Sense
Key

Left line in
Jack Sense

© 00N O WN -

-
o

2 10

00D Q
HMoooo

—p 1 9

JSPDIFOUT1: Digital Audio-out Connector
This connector allows user to connect the PCl bracket SPDIF output header.

SPDIF_OUT
Ground

W N =

E| Pin Assignment
] +5V

16




J_PRINT1: Printer Port Connector
This header allows you to connector printer on the PC.

~

[
p = QO 0
==

—

N e

L

2

26

oOooobogoooODOOC

MOCCO0OCO0OODDDOCO

P43B-A7

—» 2

Pin Assignment Pin Assignment

1 -Strobe 14 Ground
2 -ALF 15 Data 6

3 Data 0 16 Ground
4 -Error 17 Data 7

5 Data 1 18 Ground
6 -Init 19 -ACK

7 Data 2 20 Ground
8 -Scltin 21 Busy

9 Data 3 22 Ground
10 Ground 23 PE

11 Data 4 24 Ground
12 Ground 25 SCLT
13 Data 5 26 Key

17
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JCMOSI1: Clear CMOS Header

Placing the jumper on pin2-3 allows user to restore the BIOS safe setting and
the CMOS data. Please carefully follow the procedures to avoid damaging the

motherboard.
mojo
Pin 1-2 Close:
i Normal Operation
I] (Default).

=
@.'__} -I m Pin 2-3 Close:
2s3] 053] 1 3 Clear CMOS data.
E=E
() = ENE
e —— ]

¢ Clear CMOS Procedures:

Remove AC power line.

Set the jumper to “Pin 2-3 close”.

Wait for five seconds.

Set the jumper to “Pin 1-2 close”.

Power on the AC.

Reset your desired password or clear the CMOS data.

oOs LN
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CHAPTER 4: USEFUL HELP

4.1 DRIVER INSTALLATION NOTE

After you installed your operating system, please insert the Fully Setup
Driver CD into your optical drive and install the driver for better system
performance.

You will see the following window after you insert the CD

01 =

The setup guide will auto detect your motherboard and operating system.
Note:

If this window didn’'t show up after you insert the Driver CD, please use file browser to
locate and execute the file SETUP.EXE under your optical drive.

A. Driver Installation

To install the driver, please click on the Driver icon. The setup guide will
list the compatible driver for your motherboard and operating system.
Click on each device driver to launch the installation program.

B. Software Installation

To install the software, please click on the Software icon. The setup guide
will list the software available for your system, click on each software title
to launch the installation program.

C. Manual

Aside from the paperback manual, we also provide manual in the Driver
CD. Click on the Manual icon to browse for available manual.

Note:

You will need Acrobat Reader to open the manual file. Please download the latest version
of Acrobat Reader software from
http://www.adobe.com/products/acrobat/reads tep2.html

19
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4.2 SOFTWARE

Installing Software

1. Insert the Setup CD to the optical drive. The drivers installation program
would appear if the Autorun function has been enabled.

2. Select Software Installation, and then click on the respective software
title.

3. Follow the on-screen instructions to complete the installation.

Launching Software

After the installation process, you will see the software icon “eHOT Line” /
“BIOS Update” appears on the desktop. Double-click the icon to launch the
utility.

eHot-Line (Optional)

eHot-Line is a convenient utility that helps you to contact with our
Tech-Support system. This utility will collect the system information which is
useful for analyzing the problem you may have encountered, and then send
these information to our tech-support department to help you fix the problem.

ABefore you use this utility, please set Outlook Express as your default e-mail clientapplication program.

*represents important
information that you

must provide. Without ;rhr:ei?nbfloor(r:‘rh(a\l%igr?u/?\vivch *Dfescribe c?ndit\on
this information, you may would be collected in ot your system.

not be able to send out the mail.
the mail.

eHOt'L-iTle tion Desaription :

= *Select your area or

« »
the areaclose to you.

= Provide the e-mail
address that you would
like to send the copy to.

*Provide the name of
the memory module

Power Supply Manufacture fmodel : _ manufacturer.
*Provide the name of
=

i the power suppl
manpl?facturepgn)a the
T T
Send the mail out. Exit this dialog.

model no.
Save these informationto a .txt file

20
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After filling up this information, click “Send”
to send the mail out. A warning dialog would T
appear asking for your confirmation; click

“Send” to confirm or “Do Not Send” to cancel.

Outlook Express

A program is attempting ta send the following e-mail
message on your behall:

suUpportEbicetar-usa, com e EIKKT, KiK. HHE, ¥R ‘

Subject: | TP3502-47 [P35BACOS BS] report

“wiould you lke ta send the message?

If you want to save this information to a .txt file, click “Save As...” and then you
will see a saving dialog appears asking you to enter file name.

Enter the file name and then click
“Save”. Your system information

will be saved to a .txt file.

Soveire | () My Documents 4 O &M

5 A e
LE) Zlmy Penres
My Fecent
Documants

€]

Dasting

My Documents
]
My Comguine

Fike rerre: repert e

My Network, S s g Test Pl 1] - Carecel

Open the saved .ixt file, you will see
your system information including
motherboard/BIOS/CPU/video/
device/OS information. This
information is also concluded in the
sent mail.

so please feel free to provide your system information while using

e We will not share customer’s data with any other third parties,

eHot-Line service.

If you are not using Outlook Express as your default e-mail client

and send the file to our tech support with other e-mail application.

! application, you may need to save the system information to a .txt file

Go to the following web

http://www.biostar.com.tw/app/en-us/about/contact.php for getting

our contact information.

21
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BIOS Update

BIOS Update is a convenient utility which allows you to update your
motherboard BIOS under Windows system.

AWARD BIOS Show current BIOS information AMI BIOS

"-:

Clear CMOS function
(Only for AWARD BIOS)

Save current BIOS

to a .bin file

Update BIOS
with a BIOS file

<Backup BIOS>

Once click on this button, the saving - g rhol
dialog will show. Choose the avfwx B
position to save file and enter file @
name. (We recommend that the file i
name should be English/number

and no longer than 7 characters.) 9
Then click Save. iy Cmps
wﬁm e et ] Save
Plaens

22




<Update BIOS>

P43B-A7

Before doing this, please download the proper BIOS file from the website.

For AWARD BIOS, update BIOS procedure
should be run with Clear CMOS function, so
please check on Clear CMOS first.

INFORMATION

y Do you wank ka save " Current BIOS " data |

Yes Mo

After the BIOS Backup procedure, the
open dialog will show for requesting the
BIOS file which is going to be updated.
Please choose the proper BIOS file for
updating, then click on Open.

36%

r

Clear CM |
it F - ]

Then click Update BIOS button, a
dialog will show for asking you backup
current BIOS. Click Yes for BIOS
backup and refer to the Backup BIOS
procedure; or click No to skip this
procedure.

Open el ]
(ARG o 5
Ao
S et
P
B

i

[

My Documarts

by Computen

Wy Hatemsh il e 1 Cpar:
Piacen g |
Pt en c ... 15

Programming Main Block

After the BIOS Update process, click on
OK to restart the system.

The utility will update BIOS with the
proper BIOS file, and this process may
take minutes. Please do not open any
other applications during this process.

Information

BIOS Update ta your computer . yau must restart your computer.

While the system boots up and the full screen logo shows, press ‘E <Delete>

key to enter BIOS setup.

In the BIOS setup, use the Load Optimized Defaults function and then Save and
Exit Setup to exit BIOS setup. BIOS Update is completed.

All the information and content above about the software are subject to be changed

without notice.

For better performance, the software is being continuously updated.

The information and pictures described above are for your reference only. The actual
information and settings on board may be slightly different from this manual.

23
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4.3 EXTRA INFORMATION
CPU Overheated

If the system shutdown automatically after power on system for
seconds, that means the CPU protection function has been activated.

When the CPU is over heated, the motherboard will shutdown
automatically to avoid a damage of the CPU, and the system may not
power on again.

In this case, please double check:
1. The CPU cooler surface is placed evenly with the CPU surface.
2. CPU fanis rotated normally.
3. CPU fan speed is fulfilling with the CPU speed.

After confirmed, please follow steps below to relief the CPU protection
function.

1. Remove the power cord from power supply for seconds.
2. Wait for seconds.
3. Plug in the power cord and boot up the system.

Or you can:
1. Clear the CMOS data.
(See “Close CMOS Header: JCMOS1” section)
2. Wait for seconds.
3. Power on the system again.
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BIO-Flasher

BIO-Flasher is a BIOS flashing utility providing you an easy and simple way to
update your BIOS via USB pen drive or floppy disk.

The BIO-Flasher is built in the BIOS chip. To enter the utility, press <F12>
during the Power-On Self Tests (POST) procedure while booting up.

Updating BIOS with BIO-Flasher

1. Go to the website to download the latest BIOS file for the motherboard.
2. Then, save the BIOS file into a USB pen drive or a floppy disk.

3. Insert the USB pen drive or the floppy disk that contains the BIOS file to the
USB port or the floppy disk drive.

4. Power on or reset the computer and then
press <F12> during the POST process.
A select dialog as the picture on the right
appears.
Select the device contains the BIOS file and
press <Enter> to enter the utility.

Please select drive

1st FLOPPY DRIVE
USB: USBDISK 2.0

BIO-FLASHER UTILITY V1.00

Project Name: TATB0G M2+
BIOS Date : 01/01/08

t and + to move selection
ENTER to select drive

5. The utility will show the BIOS
files and their respective
information. Select the proper
BIOS file and press <Enter>
then <Y> to perform the BIOS
update process.

6. After the update process, the utility will ask you to reboot the system.
Press <Y> to proceed. BIOS update completes.

®  This utility only allows storage device with FAT32/16 format and single
partition.

®  Shutting down or resetting the system while updating the BIOS will lead to
system boot failure.

25
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4.4 AMI BIOS BEep CODE
Boot Block Beep Codes

Number of Beeps

Description

1 No media present. (Insert diskette in floppy drive A:)

2 A MIBOOT.ROM” file not found in root directory of diskette in
3 Insert next diskette if multiple diskettes are used for recovery
4 Flash Programming successful

5 File read error

7 No Flash EPROM detected

10 Flash Erase error

11 Flash Program error

12 “AMIBOOT.ROM” file size error

13 BIOS ROM image mismatch (file layout does not match

image present in flash device)

POST BIOS Beep Codes

Number of Beeps

Description

1

Memory refresh timer error

Base memory read/write test error

Keyboard controller BAT command failed

General exception error (processor exception interrupt error)

O |N|O|W

Display memory error (system video adapter)

Troubleshooting POST BIOS Beep Codes

Number of Beeps

Troubleshooting Action

1,3

Reseat the memory, or replace with known good modules.

6,7

Fatal error indicating a serious problem with the system.

Consult your system manufacturer. Before declaring the

motherboard beyond all hope, eliminate the possibility of

interference by a malfunctioning add-in card. Remove all

expansion cards except the video adapter.

® |f beep codes are generated when all other expansion
cards are absent, consult your system manufacturer’s
technical support.

® If beep codes are not generated when all other expansion
cards are absent, one of the add-in cards is causing the
malfunction. Insert the cards back into the system one at a
time until the problem happens again. This will reveal the
malfunctioning card.

If the system video adapter is an add-in card, replace or
reseat the

video adapter. If the video adapter is an integrated part of the
system board, the board may be faulty.

26



4.5 TROUBLESHOOTING

P43B-A7

Probable Solution
1. There is no power in the system. |1. Make sure power cable is
Power LED does not shine; the securely plugged in.
fan of the power supply does not |2. Replace cable.
work 3. Contact technical support.
2. Indicator light on keyboard does
not shine.

System is inoperative. Keyboard lights
are on, power indicator lights are lit,
and hard drives are running.

Using even pressure on both ends of
the DIMM, press down firmly until the
module snaps into place.

System does not boot from a hard disk
drive, but can be booted from optical
drive.

1. Check cable running from disk to
disk controller board. Make sure
both ends are securely plugged
in; check the drive type in the
standard CMOS setup.

Backing up the hard drive is
extremely important. All hard
disks are capable of breaking
down at any time.

System only boots from an optical
drive. Hard disks can be read,
applications can be used, but system
fails to boot from a hard disk.

-

Back up data and applications
files.

Reformat the hard drive.
Re-install applications and data
using backup disks.

Screen message shows “Invalid
Configuration” or “CMOS Failure.”

Review system’s equipment. Make sure
correct information is in setup.

System cannot boot after user installs a
second hard drive.

1. Set master/slave jumpers
correctly.
2. Run SETUP program and select

correct drive types. Call the drive
manufacturers for compatibility
with other drives.
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APPENDIX: SPEC IN OTHER LANGUAGES

GERMAN

Spezifikationen

LGA 775

Intel Core2Duo / Core2Quad /

Unterstitzt Hyper-Threading / Execute Disable Bit /

Enhanced Intel SpeedStep® / Intel Architecture-64 /

E/A-Funktionen.

Low Pin Count-Schnittstelle

CPU Pentium Dual-Core / Celeron Dual-Core /
Extended Memory 64 Technology / Virtualization
Celeron 4xx Prozessoren
Technology
(Maximales Watt: 125W)
FSB 800/ 1066/ 1333/ 1600 MHz (OC) MHz
Intel P43
Chipsatz
Intel ICH10
ITE 8718F Umgebungskontrolle,
Bietet die haufig verwendeten alten Super ' Hardware-Uberwachung
Super E/A

Lifterdrehzahl-Controller/-Uberwachung

"Smart Guardian"-Funktion von ITE

er

DDR2 DIMM-Steckplitze x 2

1GB / 2GB / 4GB DDR2.

Max. 8GB Arbeitsspeicher

Arbeitsspeich Jeder DIMM unterstiitzt 256MB / 512MB /

Dual-Kanal DDR2 Speichermodul
Unterstitzt DDR2 800/667
registrierte DIMMs. ECC DIMMs werden nicht

unterstutzt.

Ultra DMA 33 / 66 / 100 / 133 Bus Master-Modus

Audio-Unters ALC662

IDE Integrierter IDE-Controller
Unterstiitzt PIO-Modus 0~4,
Datentransferrate bis zu 3.0Gb/s
SATA Integrierter Serial ATA-Controller
Konform mit der SATA-Spezifikation Version 2.0.
10/ 100 / 1000 Mb/s Auto-Negotiation
LAN Realtek RTL8111DL
Halb-/ Vollduplex-Funktion
HD

Unterstitzt High-Definition Audio

5.1-Kanal-Audioausgabe

titzung
PCI Express Gen2 x16 Steckplatz ~ x1
Steckplatze | PCIExpress x1 Steckplatz X2
PCI Steckplatz x3
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Spezifikationen

Diskettenlaufwerkanschluss

x1

Jeder Anschluss unterstitzt 2 Diskettenlaufwerke

Druckeranschluss Anschluss x1 Jeder Anschluss unterstiitzt 1 Druckeranschluss
IDE-Anschluss x1 Jeder Anschluss unterstiitzt 2 IDE-Laufwerke
SATA-Anschluss x4 Jeder Anschluss unterstiitzt 1 SATA-Laufwerk
Fronttafelanschluss x1 Unterstitzt die Fronttafelfunktionen
Front-Audioanschluss x1 Unterstitzt die Fronttafel-Audioanschlussfunktion
S/PDIF- Ausgangsanschluss x1 Unterstitzt die digitale Audioausgabefunktion
Onboard-Ans
CPU-Lifterstromversorgungsanschluss (mit Smart
chluss CPU-Lfter-Sockel x1
Fan-Funktion)
System-Liifter-Sockel x1 System-Lifter-Stromversorgungsanschluss
"CMOS Ibschen"-Sockel x1
Jeder Anschluss unterstitzt 2
USB-Anschluss x2
Fronttafel-USB-Anschliisse
Stromanschluss (24-polig) x1
Stromanschluss (4-polig) x1
PS/2-Tastatur x1
PS/2-Maus x1
Riickseiten-E ' Serieller Anschluss x1
/A LAN-Anschluss x1
USB-Anschluss x4
Audioanschluss x3
PlatinengréBe 182mm (B) X 295 mm (L)

OS-Untersttt

zung

Windows 2000 / XP/ Vista 32 / Vista 64

Biostar behalt sich das Recht vor, ohne Ankiindigung
die Unterstiitzung fir ein Betriebssystem

hinzuzufiigen oder zu entfernen.
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FRENCH
SPEC
LGA 775
Prend en charge les technologies Hyper-Threading /
Processeurs Intel Core2Duo / Core2Quad
d'exéaution de bit de désactivation / Intel SpeedStep®
uc / Pentium Dual-Core / Celeron Dual-Core /
optimisée/ d'architecture Intel 64 / de mémoire
Celeron 4xx
étendue 64 / de virtualisation
(Watt maximum : 125W)
Bus frontal 800 /1066 /1333 / 1600 MHz (OC) MHz
Intel P43
Chipset
Intel ICH10
ITE 8718F Initiatives de contrble environnementales,
Foumnit la fonctionnalité de Super E/S Moniteur de matériel
Super E/S
patrimoniales la plus utilisée. Controleur /moniteur de vitesse de ventilateur
Interface a faible compte de broches Fonction "Gardien intelligent" de I'TTE
Fentes DDR2 DIMM x 2 Module de mémoire DDR2 a mode a double voie
Mémoire Chaque DIMM prend en charge des DDR2 Prend en charge la DDR2 800/667
principale  de 256Mo / 512Mo / 1Go / 2Go / 4Go Les DIMM a registres et DIMM avec code correcteurs
Capacité mémoire maximale de 8Go d'erreurs ne sont pas prises en charge
Mode principale de Bus Ultra DMA 33 /66 /100 / 133
IDE Contrdleur IDE intégré
Prend en charge le mode PIO 0~4,
SATA Taux de transfert jusqu'a 3.0Go/s.
Contrbleur Serial ATA intégré
Conforme a la spécification SATA Version 2.0
10/ 100 / 1000 Mb/s négociation automatique
LAN Realtek RTL8111DL
Half / Full duplex capability
Prise en . . L
Prise en charge de l'audio haute définition
charge ALC662
. Sortie audio a 5.1 voies
audio HD
Fente PCI Express Gen2 x16 x1
Fentes Fente PCI Express x1 X2
Fente PCI X3
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SPEC

Connecteur de disquette x1

Connecteur de Port d'imprimante  x1

Connecteur IDE x1
Connecteur SATA x4
Connecteur du panneau avant x1

Connecteur Audio du panneau avant x1
Connecteur Connecteur de sortie S/PDIF x1
embarqué

Embase de ventilateur UC x1

Embase de ventilateur systéeme x1

Embase d'effacement CMOS x1
Connecteur USB X2
Connecteur d'alimentation x1

(24 broches)

Chaque connector prend en charge 2 lecteurs de
disquettes

Chaque connector prend en charge 1 Port d'imprimante
Chaque connecteur prend en charge 2 périphériques
IDE

Chaque connecteur prend en charge 1 périphérique
SATA

Prend en charge les équipements du panneau avant
Prend en charge la fonction audio du panneau avant
Prend en charge la fonction de sortie audio numérique
Alimentation électrique du ventilateur UC (avec fonction
de ventilateur intelligent)

Alimentation électrique du ventilateur systéme

Chaque connecteur prend en charge 2 ports USB de

panneau avant

Connecteur d'alimentation x1

(4 broches)

Clavier PS/2 x1

Souris PS/2 x1
E/S du i

Port serie x1
panneau

Port LAN x1
armere Port USB x4

Fiche audio X3
Dimensions

182mm () X 295 mm (H)
de la carte

Support SE  Windows 2000 / XP / Vista 32 / Vista 64

Biostar se réserve le droit d'ajouter ou de supprimer le

support de SE avec ou sans préavis.
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ITALIAN

SPECIFICA

LGA 775

Supporto di Hyper-Threading / Execute Disable
Processore Intel Core2Duo /

Bit / Enhanced Intel SpeedStep® / Architettura

CPU Core2Quad / Pentium Dual-Core /

Intel 64 / Tecnologia Extended Memory 64 /
Celeron Dual-Core / Celeron 4xx

Tecnologia Virtualization
(Watt massimo: 125W)

FSB 800/ 1066/ 1333/ 1600 MHz (OC) MHz
Intel P43
Chipset
Intel ICH10
ITE 8718F Funzioni di controllo dell'lambiente:

Fornisce le funzionalita legacy Super Monitoraggio hardware
Super I/O
1I/O usate pill comunemente. Controller / Monitoraggio velocita ventolina

Interfaccia LPC (Low Pin Count) Funzione "Smart Guardian" di ITE

Alloggi DIMM DDR2 x 2
Modulo di memoria DDR2 a canale doppio
Memoria  Ciascun DIMM supporta DDR2 256MB
Supporto di DDR2 800/667
principale /512MB / 1GB / 2GB / 4GB
DIMM registrati e DIMM ECC non sono supportati
Capacita massima della memoria 8GB

Modalita Bus Master Ultra DMA 33 / 66 / 100 / 133

IDE Controller IDE integrato
Supporto modalita PIO Mode 0-4
Velocita di trasferimento dei dati fino a 3.0Gb/s.
SATA Controller Serial ATA integrato
Compatibile specifiche SATA Versione 2.0.
Negoziazione automatica 10 / 100 / 1000 Mb/s
LAN Realtek RTL8111DL
Capacita Half / Full Duplex
Supporto Supporto audio High-Definition (HD)
ALC662
audio HD Usdita audio 5.1 canali

Alloggio PCI Express Gen2 x16 x1

Alloggi Alloggio PCI Express x1 x2

Alloggio PCI x3
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SPECIFICA

Connettore floppy

x1

Ciascun connettore supporta 2 unita Floppy

Connettore Porta stampante x1 Ciascun connettore supporta 1 Porta stampante
Connettore IDE x1 Ciascun connettore supporta 2 unita IDE
Connettore SATA x4  Ciascun connettore supporta 1 unita SATA
Connettore pannello frontale  x1 Supporta i servizi del pannello frontale
Connettore audio frontale x1 Supporta la funzione audio pannello frontale
Connettore output SPDIF x1 Supporta la funzione d’output audio digitale
Alimentazione ventolina CPU (con funzione Smart
Connettori Collettore ventolina CPU x1
Fan)
su scheda
Collettore ventolina sistema x1 Alimentazione ventolina di sistema
Collettore cancellazione CMOS x1
Ciascun connettore supporta 2 porte USB
Connettore USB x2
pannello frontale
Connettore alimentazione x1
(24 pin)
Connettore alimentazione x1
(4 pin)
Tastiera PS/2 x1
Mouse PS/2 x1
1/0
Porta seriale x1
pannello  ,  ta LAN x1
posteriore porta USB x4
Connettore audio x3
Dimension 182mm (larghezza) x 295 mm
ischeda (altezza)
Sistemi Biostar si riserva il diritto di aggiungere o
Windows 2000 / XP / Vista 32 / Vista
operativi rimuovere il supporto di qualsiasi sistema
64
supportati operativo senza preavviso.
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SPANISH
Especificacion
LGA 775
Admite Hyper-Threading / Bit de deshabilitacion de
Procesador Intel Core2Duo / Core2Quad /
ejecucion / Intel SpeedStep® Mejorado / Intel
CPU Pentium Dual-Core / Celeron Dual-Core /
Architecture-64 / Tecnologia Extended Memory 64 /
Celeron 4xx
Tecnologia de virtualizacion
(Vatio méximo: 125W)
FSB 800/ 1066/ 1333/ 1600 MHz (OC) MHz
Conjunto de Intel P43
chips Intel ICH10
ITE 8718F Iniciativas de control de entormo,
Le ofrece las funcionalidades heredadas de Monitor hardware
Super E/S
uso mas comin Super E/S. Controlador/monitor de velocidad de ventilador
Interfaz de cuenta Low Pin Funcion "Guardia inteligente" de ITE
Ranuras DIMM DDR2 x 2 Mddulo de memoria DDR2 de canal Doble
Memoria Cada DIMM admite DDR de 256MB / Admite DDR2 de 800/667
principal 512MB / 1GB / 2GB / 4GB No admite DIMM registrados o DIMM compatibles con
Capacidad méxima de memoria de 8GB |ECC
Modo bus maestro Ultra DMA 33 /66 / 100 / 133
IDE Controlador IDE integrado
Soporte los Modos PIO 0~4,
Tasas de transferencia de hasta 3.0 Gb/s.
SATA Controlador ATA Serie Integrado
Compatible con la versién SATA 2.0.
Negociacion de 10 / 100 / 1000 Mb/s
Red Local Realtek RTL8111DL
Funciones Half / Full diplex
Soporte de Soporte de sonido de Alta Definicion
ALC662
sonido HD Salida de sonido de 5.1 canales
Ranura PCI Express Gen2 x16 X1
Ranuras Ranura PCI express x1 X2
Ranura PCI X3
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Especificacion

Conector disco flexible

X1

Cada conector soporta 2 unidades de disco flexible

Conector Puerto de impresora X1 | Cada conector soporta 1 Puerto de impresora
Conector IDE X1  Cada conector soporta 2 dispositivos IDE
Conector SATA X4 | Cada conector soporta 1 dispositivos SATA
Conector de panel frontal X1 | Soporta instalaciones en el panel frontal
Conector de sonido frontal X1 | Soporta funciones de sonido en el panel frontal
Conector de salida S/PDIF X1 | Soporta funddn de salida de sonido digital
Conectores  Cabecera de ventilador de CPU X1 | Fuente de alimentacidn de ventilador de CPU (con
en placa funcién Smart Fan)
Cabecera de ventilador de sistema X1 | Fuente de alimentacion de ventilador de sistema
Cabecera de borrado de CMOS X1
Conector USB X2 | Cada conector soporta 2 puertos USB frontales
Conector de alimentacion X1
(24 patillas)
Conector de alimentacion X1
(4 patillas)
Teclado PS/2 X1
Ratén PS/2 X1
Panel
Puerto serie X1
trasero de
Puerto de red local X1
E
/S Puerto USB X4
Conector de sonido X3
Tamafio de
182mm. (A) X 295 Mm. (H)
la placa
Soporte de
Biostar se reserva el derecho de afiadir o retirar el
sistema Windows 2000 / XP/ Vista 32 / Vista 64
soporte de cualquier SO con o sin aviso previo.
operativo
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PORTUGUESE
ESPECIFICACOES
LGA 775
Processador Intel Core2Duo / Core2Quad | Suporta as tecnologias Hyper-Threading / Execute
CPU / Pentium Dual-Core / Celeron Dual-Core / Disable Bit / Enhanced Intel SpeedStep® / Intel
Celeron 4xx Arquitecture -64 / Extended Memory 64 / Virtualization
(Watt maximo: 125W)
FSB 800/ 1066 / 1333/ 1600 MHz (OC) MHz
Intel P43
Chipset
Intel ICH10
ITE 8718F
Iniciativas para controlo do ambiente
Proporciona as funcionalidades mais
Especificaca Monitorizag&o do hardware
utilizadas em termos da especificagdo
o Super [/JO Controlador/Monitor da velocidade da ventoinha
Super J/O.
Fungdo "Smart Guardian" da ITE
Interface LPC (Low Pin Count).
Ranhuras DIMM DDR2 x 2
Mddulo de meméria DDR2 de canal duplo
Cada modulo DIMM suporta uma
Memobria Suporta mddulos DDR2 800/667
memdria DDR2 de 256 MB /512 MB/ 1GB
principal Os moédulos DIMM registados e os DIMM ECC néo s&o
/ 2GB / 4GB
suportados
Capacidade méxima de meméria:8 GB
Modo Bus master Ultra DMA 33 /66 /100 / 133
IDE Controlador IDE integrado
Suporta o modo PIO 0~4,
Velocidades de transmissdo de dados até 3.0 Gb/s.
SATA Controlador Serial ATA integrado
Compatibilidade com a especificagdo SATA versdo 2.0.
Auto negociagao de 10 / 100 / 1000 Mb/s
LAN Realtek RTL8111DL
Capacidade semi/full-duplex
Suporte
para audio Suporta a especificagdo High-Definition Audio
ALC662
de ata Saida de dudio de 5.1 canais
definigdo
Ranhura PCI Express Gen2 x16 x1
Ranhuras  Ranhura PCI Express x1 X2
Ranhura PCI X3
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ESPECIFICACOES

Conector da unidade de disquetes  x1

Cada conector suporta 2 unidades de disquetes

Conector da para impressora x1 | Cada conector suporta 1 Porta para impressora
Conector IDE x1  Cada conector suporta 2 dispositivos IDE
Conector SATA x4  Cada conector suporta 1 dispositivo SATA
Conector do painel frontal x1 | Para suporte de varias fungdes no painel frontal
Conector de audio frontal x1 | Suporta a fungdo de dudio no painel frontal
Conector de saida S/PDIF x1 | Suporta a saida de dudio digital
Alimentagdo da ventoinha da CPU (com afungdo Smart,

Conector da ventoinha da CPU x1

Conectores Fan)

na placa Conector da ventoinha do sistema x1  Alimentagdo da ventoinha do sistema
Conector para limpeza do CMOS x1
Conector USB x2 | Cada conector suporta 2 portas USB no painel frontal
Conector de alimentagdo x1
(24 pinos)
Conector de alimentagdo x1
(4 pinos)
Teclado PS/2 x1

Entradas/S Rato PS/2 x1

aidas no Porta série x1

painel Porta LAN x1

traseiro Porta USB x4
Tomada de audio x3

Tamanho

daplaca

182mm (L) X 295 mm (A)

Sistemas
operativos

suportados

Windows 2000 / XP/ Vista 32 / Vista 64

A Biostar reserva-se o direito de adicionar ou remover

suporte para qualquer sistema operativo com ou sem

aviso prévio.
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POLISH
SPEC
LGA 775
Obsiuga Hyper-Threading / Execute Disable Bit /
Procesor Intel Core2Duo / Core2Quad /
Enhanced Intel SpeedStep® / Intel Architecture-64 /
Procesor Pentium Dual-Core / Celeron Dual-Core /
Extended Memory 64 Technology / Virtualization
Celeron 4xx
Technology
(Maksymalny Watt: 125W)
FSB 800 /1066 / 1333/ 1600 MHz (OC) MHz
Intel P43
Chipset
Intel ICH10
Gniazda DDR2 DIMM x 2
Modut pamieci DDR2 z trybem podwdjnego kanatu
Pamie¢ Kazde gniazdo DIMM obsiuguje moduty
) Obsiuga DDR2 800/667
gléwna 256MB / 512MB / 1GB / 2GB / 4GB
Brak obstugi Registered DIMM oraz ECC DIMM
Maks. wielko$¢ pamieci 8GB
ITE 8718F Funkgje kontroli warunkdw pracy,
Zapewnia najbardziej powszechne funkcje Monitor H/W
Super /O
Super I/O. Kontroler/Monitor predkosd wentylatora
Interfejs Low Pin Count Funkgja ITE "Smart Guardian"
Ultra DMA 33 /66 / 100 / 133 Tryb Bus Master
IDE Zintegrowany kontroler IDE
obstuga PIO tryb 0~4,
Transfer danych do 3.0 Gb/s.
SATA Zintegrowany kontroler Serial ATA
Zgodnos¢ ze specyfikacjq SATA w wersji 2.0.
10/ 100 / 1000 Mb/s z automatyczng negocgjaga,
LAN Realtek RTL8111DL szybkosd
Dziafanie w trybie polowicznego / peinego dupleksu
Obsiuga Obsiuga High-Definition Audio
ALC662
audio HD 5.1 kanalowe wyjécie audio
Gniazdo PCI Express Gen2 x16 x1
Gniazda Gniazdo PCI Express x1 x2
Gniazdo PCI X3
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SPEC
Ztacze napedu dyskietek x1  Kazde zlacze obstuguje 2 napedy dyskietek
Zlacze Port drukarki x1 | Kazde zlacze obstuguje 1 Port drukarki
Ztaze IDE x1 | Kazde zlacze obstuguje 2 urzadzenia IDE
Zlgcze SATA x4  Kazde zlaeze obstuguje 1 urzadzenie SATA
Ztacze panela przedniego x1 | Obsluga elementéw panela przedniego
Przednie zlacze audio x1 | Obsluga funkgji audio na panelu przednim
Zlacze wyjscia S/PDIF x1 | Obstuga funkgji cyfrowego wyjscia audio
Zigza Ziaze gidwkowe wentylatora
Zasilanie wentylatora procesora (z funkgja Smart Fan)
wbudowane procesora x1
Zlacze gidwkowe wentylatora
Zasilanie wentylatora systemowego
systemowego x1
Zlacze gidwkowe kasowania CMOS  x1
Kazde zlgze obstuguje 2 porty USB na panelu
Ztgcze USB X2
przednim
Zlgze zasilania (24 pinowe) x1
Zlgcze zasilania (4 pinowe) x1
Klawiatura PS/2 x1
Mysz PS/2 x1
Back Panel Port szeregowy x1
/0 Port LAN x1
Port USB x4
Gniazdo audio X3
Wymiary
182mm (S) X 295 mm (W)
plyty
Obsluga
Biostar zastrzega sobie prawo dodawania lub
systemu
Windows 2000 / XP / Vista 32 / Vista 64 odwotywania obstugi dowolnego systemu
operacyjne
operacyjnego bez powiadomienia.
go
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RuUssSIAN
CrIEL]
LGA 775
cPU Moanepyxka TexHonoruin Hyper-Threading / Execute
Mpoueccop Intel Core2Duo / Core2Quad /
(ueHTpanbH Disable Bit / Enhanced Intel SpeedStep® / Intel
. Pentium Dual-Core / Celeron Dual-Core /
bin Architecture-64 / Extended Memory 64 Technology /
npoLieccop) Celeron 4xx
TEXHONOMN BUPTY&IM3aumst
(MakcumanbHbIi BatT: 125W)
FSB 800 /1066 / 1333/ 1600 (OC) Mry
Habop Intel P43
MUKPOCXEM | Intel ICH10
Cnotbl DDR2 DIMM x 2 Mogaynb namsimv ¢ AByxKaHabHbIM pexxumoM DDR2
OcHoBHas  Kaxabiii moaynb DIMM nopnepxviBaet Monnepxka DDR2 800/667
namsb 256 Mb/512Mb / 1B/ 2B/ 46 DDR2 He noaaepXuvBaeT 3aperncTpupoBaHHble Mozynn
MakcmmanbHas émkocTb namstm 8 DIMM and ECC DIMM
ITE 8718F
MHULMaTUBBI MO OXpaHe OKpyKatoLLe cpeabl,
Ob6ecneunBaeT Hambonee Cnosb3yemble
AnnaparHblii MOHUTOP
AeicTBytoLLme yHKLMOHANTbHbIE
Super /O Perynsrop ckopocCtvi BEHTUNATOPa/ MOHUTOP
BO3MOXHOCTU Super I/0.
OyHKuma ITE "Smart Guardian" (UHTennekTyanbHas
NHTepdec ¢ HU3KMM KONMYECTBOM
3awmTa)
BbIBOAOB
BcTpoeHHoe yCTpoMcTBO ynpaBneHus Pexxnm "xo3mHa" umHbl Ultra DMA 33 /66 / 100 / 133
IDE
BCTPOEHHbIMU MHTepdeVicamm ycTponcTs | Moaaepxka pexvma PIO 0~4,
BcTpoeHHoe nocnenosarenbHoe CKOPOCTb Nepesaum AaHHbIX A0 3.0 rurabut/c.
SATA
YCTPOWCTBO yrnipasneHus ATA Cootsetctue cneumdmikaumm SATA sepcus 2.0.
JlokanbHas ABTOMaTnyeckoe cornacosaHme 10 / 100 / 1000 M6/c
Realtek RTL8111DL
CeTb YactnuHas / nonHas ayrnekcHas CrocobHoCTb
3ByKoBas
noaaepXKa 3BykoBas noaaepxka High-Definition
ALC662
HECTKOro 5.1KaHa/bHbIl 3BYKOBOW BbIXOA
aucka
Cnot PCI Express Gen2 x16 x1
Crnotbl Cnot PCI Express x1 x2
Cnot PCI X3
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CrIEL]

Pasbém HFM[

Pazbém MopT noaktoyeHns

npuHTepa

Pa3bém IDE

Pa3bém SATA
Pa3béM Ha nnueBor naHenn
BxozHOI 3ByKOBOW pasbém

Pa3bém BbiBoaa ans S/PDIF

) KaXabli pasbéM noanep>xvBaeT 2 HakonuTens Ha
* rMBKMNX MarHUTHbIX AMCKaX
Kaxapin pasbém noaaepxwvsaet 1 MopT noakioyeHms
x1  npuHTepa
) KaxabI pasbém noaaep>xvBaeT 2 BCTPOEHHbIX
X
nHTep delica HakonuTenei
x4  Kaxabli pazbéM noaaepxmvsaert 1 yctpoinctso SATA
x1 lNoapepxka yCTPOMCTB Ha NNLLEBOW NaHenn

x1 | lNMoanepka 3BYKOBbIX PYHKLMIA HA IMLLEBOM NaHenm

x1  lMNoapepxka BbIBOAA LMMPOBON 3BYKOBOW (DyHKLMM

BcTpoeHHbI
Vi pasbim KoHTaKTupyioLee npucnocobneqne MICTOYHMK NUTaHNS ANS BEHTUNSATOPA LIEHTPa/IbHOrO
BEHTWUNSITOPa LIeHTPaNbHOMO NpoLieccopa | npoLeccopa (C hyHKLMeR MHTeNNeKTyanbHOro
x1 BEHTU/ISTTOPA)
KoHTakTupytoLee npucriocobneHne
MICTOYHMK NUTaHNS ANS BEHTUNSTOPa CUCTEMbI
BEHTUNSITOPa CUCTEMbI x1
OTKpbITOE KOHTaKTUpYtoLLee
npucnocobneHne CMOS x1
Kaxabln pasbém nopaepsxvsaet 2 USB-nopTa Ha
USB-pazbém X2
J1LLeBOV NaHenn
Pazbem nuTaHus (24 BbiBoA) x1
Pa3bem nuTaHus (4 BbIBOA) x1
Knaeuartypa PS/2 x1
3anHsn Mbliwb PS/2 x1
naHenb MocnenosarenbHbIN NOpT x1
CpencTs Mopt LAN x1
BBOAABbIB | ysB-nopr x4
oaa
MHe3n0 ANs noaKoYeHns
HaYLUHMKOB x3
Pa3smep
182mm (L) X 295 mm (B)
naHenu
Biostar coxpaHsieT 3a coboi npaBo A06aBnsATb UK
Mopnepxka
0s Windows 2000 / XP/ Vista 32 / Vista 64  ynanste cpeacrtsa obecnievenms ans OS ¢ wnm 6e3
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ARABIC

Clicfgal

LGA 775
ss.esHyper-Threading / Execute Disable Bit /
al=sIntel Core2Duo / Core2Quad /

Enhanced Intel SpeedStep® / Intel Architecture-64 / Aalladl 3
Pentium Dual-Core / Celeron Dual-Core /
Extended Memory 64 Technology / Virtualization L,
Celeron 4xx J dway 2
Technology
(B s 5—aid: 1255)
25800 /1066 /1333 /1600 (OC) sislas dall gaa¥) JI
Intel P43
T e sane
Intel ICH10
pAYS DDR2 DIMM 43
5 Sham PDDR2sE da g 30 4a8 K ocaDIMM ¢ 5 (05 SR e SDDR2 (K petidans
¢ 505 SN e sDDR2: 5 800/667 e 4a3DIMM ¢ 505 S0 5 DDR2 44 256/512 A 5 S
5 S 3 .5 YDIMM e 318 Y A &li, ECC Gl 45/25/1 50w
Ghlan 8 s’ Shdan
1A B S
ITE 8718F
5 3ga) Aadd el CHl s
b, sSuper I/0 (Llsad EYI Super /O
A sdlde pu A
isies] ow Pin Count Interface
4 "'Smart Guardian" ¢ ITE
4% AUlra DMA 33 /66 / 100 / 133 sty poas
SSIDEJ4Si IDE 3
&a5029PI0 Mode 0~4
o i e oy il 53,0, 485/ ke
SxiSerial ATAJASi SATA
Cinal 5l 28l SATA sy 2.0.
Llloulan] 5346 / Gblax 100/10 Al ass
Realtek RTL8111DL. Adabass
(sinall/ D = 50 3 il A8
o Mo Cpal A aes e gl o
ALC662
Gipall r Als8 5.1 iy pdl
1xe  PCI Express Ger2 x16 43
22 PCIExpress x1 4a3 Sl
3 PCI 43
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clialsal
Lal G DU S e pey 12 4 japal 8 & e N
1 xe ala Nie
5 3l (e (o) i (K penIDE 12 IDE
53] (e a5 3ie K 2 3SATA 4 xc SATA i
LYl da i ey 12 Gad a5l i
S el il p0y 12 A& ) e
s ok B
Y TR R ] e SIPDIF z 5 i
Ay o dallaall s s3a 5 a8 oo ISt Fan Lo A58 dldallead s s da s jedla s =
RS RPN Y 12 Al ds s sedlas
1 xe CMOS ool
(sind diba (S e yUS Bl sl 2xe USB i
1s £ (es24) A Jon 5 0
1 xe (Cadod) BL o 55 i
e PS/2 tieda
S PSR (s
1 > Gl g AU S
1= Adaa Jual 48,5 M gl da
42 USB e
3 xe S e
(£\6) 2295 X (L) <182 ia s
LinBiostar sy J ks ded Al Y s D)) Gl S lginy ;
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JAPANESE
£
LGA 775
Hyper-Threading / Execute Disable Bit / Enhanced Intel
Intel Core2Duo / Core2Quad /
SpeedStep® / Intel Architecture-64 / Extended
CPU Pentium Dual-Core / Celeron Dual-Core /
Memory 64 Technology / Virtualization Technology %+
Celeron 4xx processor
=L ET
(o7 v k1 125W)
FSB 800/ 1066/ 1333/ 1600 MHz (OC) MHz
Intel P43
Fyv7 ey b
Intel ICH10
DDR2 DIMMZo v h x 2
T a7 ) F+2 3 E—RDDR2 XE!) £Y 2—/L
ﬁDIMMli 256MB / 512MB / 1GB / 2GB /
ALV AE) DDR2 800/667 %+ 7— b
4GB DDR2%4K— b
}ﬁ%??-&DIMM&ECC DIMMiZHR— b 3t A
BHAAEY ’gﬂ,'gISGB
ITE 8718F %ﬁﬁj‘/ =N A= TFT7 >
Yol b MIfif s 5L #4>—Super /O HWE=%—
Super I/O
BfEf L Tk . 77yt arho—5/ £ 29—
RSEVY AT M =T 24 A MED "A~Y— b H—T 17> i
UltraDMA 33 /66 / 100 / 133/3A% 29 E— K
IDE ;@tﬁIDEj‘/I\ o—>
PIO Mode 0~4 D 7R— b ~
SATA nﬁpy 7NVATAZY hO—
SATA R —Y 3 ‘/2.0|’i4§f4;?_,%j&ﬂ .
10/100 / 1000 Mb/* DA — h 2 T3> T—3 3>
LAN Realtek RTL8111DL
/3 PR
HDA+—7"¢ IAT T4 =23 F—=T 4 ADFR— b
ALC662
FOtR—h 51 F ¥ ANF—T A4 FT Tk
PCI Express Gen2 x16 20 | x1
Zdwy PCI Express x1 2w h x2
PCIZov b x3

44




P43B-A7

EAE

70y E—ax7 ¥

x1

F‘,ﬂ?\ 791320070y E— RIA T R— ML 9

7Ny yR— ATy X1 K3IR7IEI007 ) v 5 K- b= L &S
DEa%7 5 X1 {379 E2ODDET A 2 HR— L £¥
SATAZ47 % X4 | KIRTSIELODSATAT A A% H A — LT
7uy bAoAy X1 7oy SRS R L&
70V MA=T 4 XIAXRT Y X1 7oy hAE =T e R L E S
AV A=K SPOFTYE %7y XU FUINA—T AT MR- b L &S
78 U7 7YY X1 | CPU7 7 Y EREIA — 7 7 e i)
SAT LT 7N X1 YAT LT 7 IR
CMOS 7 1) 7~ 4" x1
R KR Y2007 AY b SIMUSBR— b &4 - b L
USBa 47 % X2
E¥
FFT 775 (24E2) x1
FiFT 477 (4EY) x1
PS/2%—FR—N x1
PS/2< 7 A x1
FEVSAL 2T AFR= b x1
1/0 LANA— b x1
USBHR— | x4
F—=TAFT vy 7 X3

A R4 X 182mm (fff) X 295 mm (&)
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